
D-A126 758 RN EXPERIMENTAL DEVICE FOR REAL'TIME DETERMINATION OF i/i
SLANT PATH ATMOSPHE..(U) SCRIPPS INSTITUTION OF
OCEANOGRAPHY LA JOLLA CA VISIBILITY LA. R Wi JOHNSON

UNCLASSIFIED MAR 82 SIO REF 82 27 AFL TR 82 B125 .F/G 4/2 N

olggmillllmloli-Eig/BRIF/iE/
i~IIEEEIIEEEliBh~ha' hh



Inn

W W-2

- t- -I -

MICROCOPY RESOLUTION TEST CHART "

NATIONAL BUREAU OF STANDARDS-1963-A :"

A- 7

. ,- -, -- ' -" . .. ;.,'¢ .- '-- .. .. -. . a .. . .- . .- . .- -.- . .- ' .-.- T ., .

" ", .,.,, : ":" .:" "".'- .. "."" :":"-'. ''-:" -. . t... &.""." -- "" .. -- "..



AFGL-TR-82-0125 SIO Rd. 82-27

qAN EXPERIMENTAL DEVICE
10 7W REAL TIME DETERMINATION OF
ot GLANT PATH ATMOSPHERIC CONTRAST

TRANSMITTANCE

• *" wm W. Jobafa

DTIC .
, " ...... l E LECTE R -

" '" " "UCoam No. FI9628-8I-K-003
U, N 1, V APR 126893 Prejec NO. nfe,

.Task NO. [LIR-IB
2Awto" d b .bs (iWork Unit fo. IIA-IBk

Sc(tii Aaeu Lo I OI

D Contact Monitor, Major John D. Mill, USAF

Optical Physics Division

1>1..Prepared for

C: Air Force Geophysics Laboratory, Air Force Systems Command

This research was supported by the Air Force In-House
j I.JLaboratory Independent Research Fund

United States Air Force, Hanscomn AFB, Massachusetts 01731

IN S T I TffA*A~ 920930
' VISIBIUTY LABRATORY U il, Califoria 92093

83 04 11 066
........................



-I '

'.1,

Qualified requestori may obtain additional copies ftom th
Defense Technical Information Caster. AN others ioM apply
to the National Technical Information Service.



UNCLASSIFIED
SECURITV CLASSISFiCATION OP THIS PASl[ 11W. Doee _ _ _ _ _ _ _

REP6RT DOCUMENTATION PAGE B r Sr
. REPORT UMI. OVT A lSN nO 3. RIECIPIENY'S GATAGO9 MNUMR

AFGL-TR-82-0125
4. TITLE (and Swb"I.0) AN EXPERIMENTAL DEVICE FOR U. TYPE OF REPORT a PEOOD COVE9RO

REAL TIME DETERMINATION Scientific Report No. I
OF SLANT PATH . PERORING ORG. REPoRT nmumIee

ATMOSPHERIC CONTRAST TRANSMITTANCE SlO Re. 82-27
7. AUTHOR(e) 1. CONTRACT OR GRANT NUMk#E[I-)

Richard W. Johnson FI9628-81-K-0023

9. PERFORMING ORGANIZATION NAME AND ADDRESS 10. PRUMRAMI1L9M4V.j PROJECT. TASK

University of California, San Diego AAW 0 NF

Visibility Laboratory 61101F
La Jolla, California 92093 ILIR-1BAA

11. CONTROLLING OFFICE NAME AND ADDRESS 12. REPORT DATE

Air Force Geophysics Laboratory March 1982
Hanscom AFB, Massachusetts 01731 13. NUMBER OF PAGES

- Contract Monitor: Major John D. Mill/OPA 71
14. MONITORING AGENCY NAME A ADDRESS(Il different from Controlling Offce) IS. SECURITY CLASS. (ot this report)

UNCLASSIFIED
-'0. DECL ASSI PI CATION/ DOWN RADING

SCHEDULE

16. DISTRIBUTION STATEMENT (of this Report)

Approved for public release; distribution unlimited.

17. DISTRIBUTION STATEMENT (of the ebtract entered In Block 20, It dlfferent from Report)

IS. SUPPLEMENTARY NOTES

IS. KEY WORDS (Continue on reverse side Ifneceary aIdentify by block numboe)

Visible Image Transmission Multi-channel Nephelometer
Atmospheric Optical Properties Sky and Terrain Radiances
Tropospheric Contrast Transmittance

O. ABSTRACT (Centime en rev.e aide It necesamry N lIdentlfy by block minber)

A simple, yet relatively smart electro-optical system has been devised to do real-time
*. monitoring of the optical state of the atmosphere. The system concept has been built around

three solid state, no moving parts, transducer assemblies interfaced with a small dedicated
microprocessor that can control the system in either a semi-automatic, or an operator interac-
tive mode.

S1, F' 147 EDITION Of I NOV 6 IS OBSOLETE UNCLASSIFIED
3 J /N 0102.014-S01 SECURITY CLASSIPICATION OF THIS PAGE (11e Data E nataa)



SECURTY CLASSIFICAION OF THS PA"E m Dam

I 20. continued:

, The development status is such that each of the system sub-assemblies has been evaluated
in an operational mock-up configuration, and has performed adequately to indicate technical
feasibility.

A new compact, multi-channel nephelometer has been developed which retains many of
the features of the larger C-130 mounted version reported by Johnson (1981), but which

6requires only a few hundred watts of input power, and is less than one meter in length overall.
The nephelometer mock-up, operating in pulsed mode has measured the scattering characteris-
tics of clear day room air, with adequate sensitivity to suggest the capability of measurements
approaching 10-Im- t i.e. sea level molecular. --

,)A staring fisheye scanner using solid state detection has also performed well in its mock-
up configuration., The sky and sun zone average radiances as measured under several different
meteorological conditions are well placed on the system's flux-voltage curve. Thus, the use of
this discrete detector system should proceed to full brass board configuration with little
difficulty. As discussed in sections four and five however, the influence of the direct solar com-
ponent upon equilibrium radiance is strong under clear or light haze conditions, and thus con-
tinuing analytic studies are recommended to optimize the selection of the sun zone diffuser pat-
tern.

The in-flight computer system requirements have been evaluated and circuit mock-ups are
in progress. Sub-assembly selections have been made based upon the demonstrated transducer
performances in concert with the computational requirements which are illustrated. The pulse
integration and multiplexing circuitry has been used in the evaluation of the nephelometer per-
formance, and found to be satisfactory. Breadboarding of these circuits is underway-with the
immediate goal of adequate completion to illustrate full system mock-up performance 4.

Aocession For
NTIS GRA&I
DTIC TAB 0
Unannounced 0
justificatio

Distribution/
Availability Codes

- Avail and/or
Dist Special

UNCLASSIFIED
SECURITY CLASSIICATION OF THIS PAGP Efhe DWO XnIW..e

. . . ..- . . .



AFGL-TR-82-0125 SIO Rd. 62-27

AN EXPERIMENTAL DEVICE FOR REAL TIME DETERMINATION
OF SLANT PATH ATMOSPHERIC CONTRAST TRANSMITTANCE

Richard W. Johnson

Visibility Laboratory

University of California, San Diego
Scripps Institution of Oceanography

La Jolla, California 92093

Approved: Approved:

Roswell W. Austin, Director William A. Nierenberg, Director

Visibility Laboratory Scripps Institution of Oceanography

CONTRACT NO. FI9628-81-K-0023
Project No. SLIR

Task No. ILIR-IB
Work Unit No. ILIR-1BAA

Scientific Report No. 1
March 1982

Contract Monitor
Major John D. ill, Atmospheric Optics Branch, Optical Physics Division

This research was supported by the Air Force In-House
Laboratory Independent Research Fund.

Approved for public release; distribution unlimited.

Prepared for

AIR FORCE GEOPHYSICS LABORATORY
AIR FORCE SYSTEMS COMMAND

UNITED STATES AIR FORCE
HANSCOM AFB, MASSACHUSETTS 01731

',~~~~~........ ..-.....-...-...... ........... .......-...-.. ...-. ,.-.....•....,:.......---.-,,...,



SUMMARY

A simple, yet relatively smart electro-optical system has been devised to do real-time monitoring of the optical state
of the atmosphere. The system concept has been built around three solid state, no moving puts, transducer assemblies
interfaced with a small dedicated microprocessor that can control the system in either a semi-automatic, or an operator
interactive mode.

The development status is such that each of the system sub-assemblies has been evaluated in an operational mock-
up configuration, and has performed adequately, indicating technical feasibility of the overall design concept.

A new compact, multi-channel nephelometer has been developed which retains many of the features of the larger
C-130 mounted version reported by Johnson (1981a), but which requires only a few hundred watts of input power, and is
less than one meter in length overall. The nephelometer mock-up, operating in pulsed. mode, has measured the scattering
characteristics of clear day room air, with adequate sensitivity to suggest the capability of measurements approaching
10- -5 m- i.e. sea level molecular.

A staring fisheye scanner using solid state detection has also performed well in its mock-up configuration. The sky
and sun zone average radiances as measured under several different meteorological conditions are well placed on the
system's flux-voltage curve. Thus, the use of this discrete detector system should proceed to full brass board configuration

• ;with little difficulty. As discussed in sections four and five however, the influence of the direct solar component upon
-" equilibrium radiance is strong under clear or light haze conditions, and thus continuing analytic studies are recommended

to optimize the selection of the sun zone diffuser pattern.

The in-flight computer system requirements have been evaluated and circuit mock-ups are in progress. Sub-assembly
selections have been made based upon the demonstrated transducer performances in concert with the computational
requirements which are illustrated. The pulse integration and multiplexing circuitry has been used in the evaluation of the
nephelometer performance, and found to be satisfactory. Breadboarding of these circuits is underway with the immediate
goal of demonstrating full system mock-up performances.
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AN EXPERIMENTAL DEVICE FOR REAL TIME DETERMINATION
OF SLANT PATH ATMOSPHERIC CONTRAST TRANSMITTANCE

Richard W. Johnson

1. INTRODUCTION 2. BASIC CONCEPTS

As the deployment of tactically oriented electro- There exists a strong and long-standing need for a
optical systems becomes increasingly commonplace, there small, power efficient device for the measurement of key
is a continuing and concomittant requirement for under- atmospheric optical properties in a broad variety of activi-
standing those environmental factors most influencing ties supporting scenarios in military tactical operations,
their performance. Since in many cases, it is the influence meteorological reporting and forecasting procedures, and
of poor weather conditions upon the transmittance of visi- fundamental research into atmospheric influences on
ble and infrared transmittance that is the primary culprit in image propagation.
degrading EO performances, it behooves us to fully under- The airborne instrument system whose development
stand, and hopefully to accurately model the characteriza- is described in the following paragraphs is intended to
tion of these operational environments. It is in support of fulfill this need. It will accon.'ish this goal by providing
this general context that the Visibility Laboratory in measurements and computations similar to those first
cooperation with, and under the sponsorship of the Air described in Duntley et aL (1970), but in a simplified
Force Geophysics Laboratory conducted an extensive pro- form suitable for on-board microprocessor control and
gram of airborne optical and meteorological measure- display. The desired output from the system is the slant
ments. Many of these previously collected data, all of path contrast transmittance along any pre-selected path of
which were directed toward enhancing our understanding sight within the sampled environment (i.e. the lower tro-
the fundamental elements of contrast transmittance posphere).
through the troposphere, have been presented in a series
of earlier technical reports, among them being Duntley In order to calculate visual spectrum contrast
et al. (1976), Johnson and Gordon (1980) and Johnson transmittance along any path of sight, one needs a reason-
and Hering (1981). The application of these data to the ably complete specification of the 4w radiance distribution
modelling of visible spectrum atmospheric optical proper- which surrounds the path of sight, and a specification of
ties also has been reported previously in Gordon (1%9) the volume scattering function that is representative of the
and more recently by Hering (1981). aerosol along the path of sight. When these data are avail-

able, then the computational chain yielding directional
The primary data base upon which both of these path reflectance or its equivalent can be structured to

visible spectrum atmospheric models have been built con- match the particular measurement characteristics of the
sists mainly of profile measurements of volume scattering electro optical system being supported. The key computa-
coefficients and constant but multiple altitude measure- tion is that for equilibrium radiance, which is defined by

U4 ments of the 41r radiance distribution surrounding the air- Eq. (2.1) (Duntley et aL 1976)
craft (Johnson and Fitch, 1981). Whereas this extensive
data base has provided a substantial quantity of highly
appropriate and directly useable data for both general Lz - o(z, )
modelling and specific slant path contrast transmittanceZ s(z)
determinations, its acquisition and manipulation have been
expensive and time consuming operations. This report r ]
discusses a simplified computational procedure and sup- + f L (z,O',,6') j dfO (2.1)
porting airborne instrument system which is intended to 4 z

provide near real-time outputs of directional contrast
transmittance values, while simultaneously collecting where *E(z) is the scalar irradiance of the sun (or full
experimental data suitable for addressing the extention of moon), P is the angle between the sun and the path of
these modelling efforts into both turbid and non- sight, and L(z,9',4') is the apparent radiance of the sky or

- conservative tropospheric environments, ground for direction ' and 0'. When the sky is fully over-

-- 1-
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cat, th. 1s tram in Eq. (2.1) Is esentialy zero. 11 It should be noted that at su stao of the omoutim,
ratio w( ,)I/s(g) is the proportional directional volume ea" th e Inputs required by Ip. (2.1) through (1.6)
sceriag function at agle and altitude z. The r is the can be provided by the outpu from either d 4v redince
anSle between the path Of Sight at 0, #, and the sky or tor- messrement or the scattering function measurement. If
ran radiance at 0', W. It is found by the itborse systems repetitirm rte is adeqate, measure-

mentsa md calculations can be made at sulliciendy short

idnrcos(4-#') + cossoossV (2.2) altitude inrmetm to preclude the need for inmpolation.
The goa11 of this experimental effort are therefore to

It is the scaler ifadiance which designates the flux determine the optimum specification of the radiance mes-
that enters into the computations of equilibrium radiance urem ts needed to adequately define the inputs to
and Path function when the dicmu tional radiances Eqs (2.1) through (2.6), develop the multi-channel
known or used. It is the directionality or that flux com- radiometer system requited to provide these measure-
bined with the directionality of the proportional directional ments, and develop the processor required to convert the
volume scattering function which produces the unique radiance analop into readily interpretable values of slant

equilibrium radiance associated with each path of sight. path atmospheric contrast transmittance.

The proportional directional scattering function The device being developed for the determination of
a(z )ls(z), that is required for use within Eq. (2.1) has these contrast transmittances is a three part electro-optical
traditionally come from measurements made by an air- transducer system interfaced with a built-in microproces-
borne integrating nephelometer, and selections from sor. Each of the three transducer assemblies consists o
Barteneva's (1960) catalog. It has been clearly illustrated an optical collector feeding a specialized image plane
within our data base that a specification of total volume oarr Thepdtecrutts re rate uonpby
scattering coefficient is sufficient to specify an appropriate onbor pute s t povide retiec u
volume scattering function from Barteneva or a set of tions for pre-selected slant path optical properties.
parameterized equivalents, thus defining the necessary A simplified conceptual pictorial illustrating the
directionalities of any sample aerosol. Whereas the C-130 essential system components is sketched in Fig. 2-1. The
class nephelometer measured both the total volume airborne system is being developed under a design concept

*-*.scattering coefficient, and the directional scattering func- pursuing a low power, solid state, no moving parts philo-
tion at #30 and 1SO degrees, current modelling activities sophy.
have indicated that for experimental redundancy an addi-
tional measurement of 055 degrees would be an attractive
option to have available. A simple electro-optical, device
that would provide these directional scattering data is then
essential to the new instrument concept.

If one assumes that there is a device which will pro- . . _ -_-._-_ " _--

vide both the 4,r radiance distributions and the directional --
scattering functions required by Eq. (2.1), then the com- - . -

putational chain illustrated below will yield the additional -- .

desired atmospheric properties, following the notation of ,
Duntley et al. (1976) as modified in Johnson and Gordon
(1980), and Appendix C.

First calculate the point function Equilibrium Radi- .....

ance Lq(z,#,#) from Eq. (2.1), then calculate Path Func- ' 0-)
tion from

L.(z,#,,) - L,(z,@sds(z) (2.3)

then calculate Path Radiance from

L1z,0,4) - t L.(z,#,* T, Ar (2.4)

and finally calculstc "ionp' .n Reflectance from c

R;(z.,.,) - (2.5) :
-,(zd) T,(z.#,T)(

whence Contrast Transmittance

T,(z,e,4) - I + R(Z,9.*)/bRo(z,,9, )]' (2.6) Fi. 2-1. Artist's conception of contrast transmittance monitor.

-2-



Assemblies one and two provide upper and lower Both of the Procedures described by Deuttull an
hemisphere radiance distributions in a form similar to but Brewer (1949) perform the integration of Eq. (3.1) opti-
simplified from those originally provided by the C-130 cally over various fractions of the 4w solid angle so as to
automatic scanner systems. Assembly three provides include measurements over as broad a range of scattering
directional volume scattering function measurements in a angles as possible. Fundamentally the two instrumental
form similar to, but more extensive than, those originally procedures are optical inverses of one another.

* provided by the C-130 integrating nephelometer system. Dlffia Emitter. The first instrumental scheme util-
The entire system is conceived as an airborne unit, ade- izes a diffuse, i.e. cosine corrected light source to
quately miniaturized to be packaged in a small aircraft tip illuminate the sample volume of aerosol. The optical col-
tank, an RPV, or general purpose munitions pod. The lector is normally a small field telescope assembly whose
general program plan for accomplishing this developmental optical axis is perpendicular to the normal from the light
task is outlined in Fig. 2-2. source's emitting surface. Instruments of this type have

been used by many working in the field of atmospheric

3. MULTI-CHANNEL NEPHELOMETER ASSEMBLY sciences from Crosby and Koerber (1963) through Charl-
son et al. (1967) and Horvath and Noll (1969).

'-"There are a variety of electro-optical devicesTa y- dCosine Collector. The second scheme reverses the
designed to measure the energy scattered from an collector-emitter relationship by utilizing awell collimated
illuminated volume of aerosol that are calibrated in terms projector as a light source to illuminate the sample
of visibility. The EG&G Forward Scatter Visibility Meter poector as a lo ine te sa
described in Hering etal. (1971) is one example volume. The optical ollector is a cosine orrected flat
Integrating nephelometers similar to those dicssdi"'iIntgraingnepeloetes smilr t thsediscussed in pate irradiometer whose surface is oriented parallel to the

Charlson et al. (1967) are additional examples of devices optical axis of the projector beam. This second scheme,

based upon one or the other of the two techniques which is illustrated in Fig. 3-1, 3-2 and 3-3 has been util-

described by Beuttell and Brewer (1949). In all cases, ized by Duntley eal. (1970 & 1978).
these scattering meters utilize the relationship This nephelometer is rather unique in several design

aspects which make it a particularly attractive experimental
s(Z) -f r(,,P)dfl (3.1) tool. First, the optical system uses a cylindrically limited
s 4, projector beam, stopped to provide a rectangular beam

cross section which provides good geometrical definition of
where a((z,fl) is the volume scattering function at scatter- the illuminated volume. Second, the detector assembly's
ing angle p and z is an altitude parameter. primary optical channel uses a cosine corrected and
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Fig. 2-2. General program plan for prototype contrast transmittance monitor.
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Fig. 3-1. Airborne folded path integrating nephelometer Fig. 3-2. Airborne folded path integrating nephelometer
assembly, shroud closed. assembly, shroud open.

F

. Fig. 3-3. Artist's rendition of modified integrating nephelometer.
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mechanically shielded irradiometer head which performs entire projector beam rather than only about half of it as
the integration of Eq. (3.1) over all scattering angles in the original design. Simultaneously, the field of view of
between 5° and 172*, minimizing truncation losses of the the new collector optics was enlarged from the original 2"
sort discussed in Fitzgerald (1977), Rabinoff and Herman to 10". The preliminary design for this new cylindrically
(1973) and Ensor and Waggoner (1970). Third, the limited reciver-projector configuration is illustrated in Fig.
detector assembly's secondary optical channels measure 3-4.

* relatively narrow angle, i.e. 2* field of view, directional
* scattering at both 30* and 1500 which allows the determi- 50.08(1.972) 175.1(6.894) 215.0(8.46

nation of a forward to backward scattering ratio that can
be used to more thoroughly characterize the sample aero- _ -

sol. Fourth, the entire device is designed to operate as a
* ratio measuring system which tends to minimize calibra- Source 184.25 V7254)

tion errors and stability problems. 4 I

uder evioent.Field Stop Aperture Stop
The operation of this nephelometer is discussed in h - 27.53(1.028) h - 32.12(1.265)

several recent references, Johnson (1981a) and Johnson w- 6.88(0271) w - 8.03(0.316)
and Fitch (1981), with the general consensus being that it
performs reliably and consistently when it is properly Condensing Lens Objective Lens

aspirated. Thus, its design features as enumerated above, VLN - 422 FFL - 41.35 VLN - 991 FFL - 79.31

retained for inclusion in the new miniaturized design - 42.40 dT - 9.20 f - 99.22 dT - 12.93
wereBFL - 37.59 # - 36.30 BFL - 90.95 , - 35.9currently under development.

There were two technical problems that were Nephelometer Projector Mock-up. Dimensions in millimeters (inches).

immediately apparent in the concept of a miniaturized,
solid state version of the C-130 system. First, the C-130
class nephelometer utilized photomultiplier detection. By 94.48 (3.720) 482.20 (18.984)
attempting to substitute photodiode detectors, one must
give away several decades of radiant sensitivity which (3.7)
must be compensated for elsewhere in the design. "- -

Second, the C-130 system, which was designed to operate I

within several moderately narrow spectral bands within the Dtcor Inage

visible spectrum and over an altitude range of zero to Field Stop h - 36.12(1.422)

6 km, employed a 500 watt Xenon short arc projection h - 7.06(0.279) Aperture Stop w - 20.31 (0.800)

system as a flux source. This class of projector requires w - 3.91(0. 16) h - 36.12(1.422)

large amounts of electrical power supplied on a continuous cive Lens w - 20.31 (0.800)

basis, and thus is inappropriate for the low power design VLN - 782 Nepelometer Receiver Mock-up.

concept considered here. f - 79 Dimensions in millimeters (inches).

A reasonable approach to overcoming the 0 - 46

detector/illuminator problems discussed above, is to Fig. 3-4. Compact nephelometer design #15.
increase the momentary energy in the projector beam, and
also simultaneously increase the collection efficiency in the With the improved flux transfer efficiency antci-
detector collection optics. Thus, a preliminary plan was
established to accomplish both of these increases. pated from the optical design shown in Fig. 3-4, the next

step was to increase the energy going into the projector
beam while maintaining a reasonably low average power

3.1 Projector - Receiver Design consumption. To accomplish this task, two separate

The initial step in the redesign of the nephelometer illuminator systems were proposed as likely candidates.
system was to improve the collection efficiency of the opti- The first illuminator candidate used a small, 75 watt
cal system collecting the directionally scattered flux. xenon short arc lamp powered through a specially
Whereas the original design shown in Fig. 3-3 generated designed current modulator circuit. 'his current control
an illuminated volume approximately 5 cm x 9 cm in cross circuit was designed to provide approximately 10:1 current
section, and 107 cm in length for a total sample volume of modulation above the minimum simmer current required
4815 cm3, the new design was targeted at an illuminated to keep the lamp ignited. The circuit parameters were
volume 0.7 cm x 2.8 cm in cross section, and 21.5 cm in established to drive the lamp at approximately 150 cycles
length for a total sample volume of only 42 cm3. With per second, with an average duty cycle of ten percent.
this reduction in illuminated volume, it was essential that The bench test unit for the modulated Xenon illuminator
other system elements be specified to compensate for this is illustrated in Fig. 3-5. In this view the small lamp
loss if the new system was to operate in a manner similar (Illumination Industries Inc., Type X75-2002, see
to the original. Thus, the original cylinder-rectangle inter- Appendix A) is shown in the open housing to the left of
cept between the receiver and projector optical paths was the scene, and the current control circuit is shown in the
changed to a more efficient rectangle-rectangle intercept, open chassis to the right. The primary power supply is not
In this mode the new receiver optics would capture the shown in the illustration.
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FIg. 3-S. Modulated xenon illuminator.

The second illuminator candidate used a small Fg. 3-7. Compact projector with FX-132 lamp.

pulsed lamp system as the radiant flux source. Two
different lamp sizes were tested. The first and smaller of smaller FX-201 lamp in further competitions, leaving the
the two was an EG&G model FX-201 bulb type Xenon larger FX-132 and the modulated X75-2002 as the remain-
flashtube, rated at a "max,.num energy per flash" of 15 ing illuminator candidates.
joules. This lamp and its test housing is shown in Fig. For the final evaluations, the two optical systems
3-6. The larger lamp was an EG&G model FX-132, also a illustrated in Fig. 3-4 were both mocked-up. The projector
bulb type Xenon flashtube, but rated at a "maximum as illustrated in Fig. 3-7 and a single receiver assembly as
energy per flash" of 200 joules. This larger lamp is illus- illustrated in Fig. 3-8.
trated in conjunction with a compact projector mock-up in The receiver mock-up illustrated in Fig. 3-8 is a sim-
Fig. 3-7 pIe cylindrically limited system in which the vertical

dimension of its rectangular field of view completely cap-
tures the vertical dimension of the projector beam, and
attains maximum intercept efficiency when the midpoint of
its field of view (approx. 241mm forward of the objective,
see Fig. 3-4) falls at the center of the projector beam. In
Fig. 3-8 the black rectangular tube to the right of the
scene is an in-line sunshade, the objective lens for the sys-
tem is housed in the ring mount just to the left of the
sunshade, and the detector is shown mounted on the cir-
cuit board to the left, the field stop is not installed in this
illustration.

Fig. 3-8. Compact receiver with in-line sunshade.

3.2 Detector Selection
"" Fig. 3-6. Pulsed xenon illuminator.

FllIn keeping with the low power, solid state, no mov-

ing parts design philosophy guiding this system develop-
Each of the illuminator configurations was evaluated ment, it was desireable to replace the multiplier phototube

initially using the original C-130 projector-collector optics detector used in the original C-130 system with something
with an EG&G HUV-4000B (See Appendix A) silicon simpler. Since the anticipated increase in both optical
detector substituted for the original photomultiplier. In efficiency and projected beam energy from the new com-
each case, the system performance was marginal. Only pact projector-receiver system was substantial, i.e. several
the forward scattered flux in the #30 direction was reliably decades beyond that of the original C-130 system, there
detected under normal room air test conditions. However, was good reason to believe that this was a reasonably
these test runs did provide adequate baseline performance achievable goal. Sample calculations indicated that several
characteristics to guide the follow-on development. These commercially available photodiode detectors were adequate
comparative measurements eliminated the use of the for the application. After a preliminary specification
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check, the four detectors listed below were selected for Initial evaluation of the tet pacedu outlined
bt evaluatio and tet. above, coupled with a general rvlew of the vendor pro-

vided speciiations for ask of varios detector
I BOW HUV-4000B rations considefed, led to the slection of the

EG&G HUV-40003 as the primary choice for use in the
I gjm2 active area further developmient of the compact nephelometer.

built-in pre-amp with internal 200 meg a feed- This preliminary selection does not imply endore-
back resistor ment or recommendation of the tested products by the

Visibility Laboratory or its sponsors to the exclusion of

2) EG&G HUV-1000B other products that may be suitable.

5.1 mm2 active area 3.3 Optical Coniguration

built-in pre-amp with external 95 meg a feed- In the earliest stages of this system's development,
back resistor it was proposed that the nephelometer scattering volume

be observed through collection optics consisting of a single
. 3) Silicon Detector Corp. SCD-444-42-12-261 super wide angle (i.e. 1W) lens. This concept was an

attractive option since it would provide the ultimate sim-
I cm 2 active area plicity in optical packaging. The use of these so-called

built-in pre-amp with external 100 meg a fisheye lenses is widespread, they are readily available in
feedback resistor 35mm format although they are not particularly inexpen-

sive. The documentation cameras used on the original
C- 130 program were adapted to use these lenses quite suc-

4) United Detector Technology PIN IDAP cessfully. Examples of one len's performance (Traid 735
I cm2 active area Periphoto) is illustrated in Fig. 3-9. In Fig. 3-9a&b upper

m wand lower hemisphere pictures of sky, terrain and mechan-
external pre-amp with 10meg n feedback ical features related to the aircraft system are all shown
resistor clearly in focus over a broad range of distances and with

only moderate distortions. Only the flare associated with
Each of the detectors was calibrated for linearity and the sun's image in 3-9a is an evidence of any potential

sensitivity using a three meter optical bench, calibrated problem in adapting these lenses to radiometric applica-
incandescent sources of radiant intensity, and standard tions. In Fig. 3-9c, the Visibility Laboratory Hemispheri-
photometric practices. In addition to these validations of cal Sky Simulator, which is used in a broad variety of sys-
steady state photometric performance, the various detector tem test, evaluation and experimental studies is illustrated.
assemblies were also checked for dynamic response and Figure 3-9d shows the inside of the sky simulator with a
stability in reproducing pulse induced outputs for a variety selection of panel intensities established, as seen by the
of flash durations. fisheye lens. Angular acceptance relationships and

geometrical distortions which characterize the lens system
As one would expect, when the detector pre-amps are readily determined via analysis of photographic records

are operated with the large values of feedback resistance such as these.
required for developing maximum gain, one pays the price
of relatively low frequency response. In determining an Two specific disadvantages, from the nephelcmeter
optimum operating point therefore, one is normally driven development point of view, which are characteristic of
toward the operating region where the circuits reduced fre- these lenses is their very short equivalent focal length
quency response does not allow the detector to fully (approx. 6.5mm) and their optical slowness (relative aper-
respond to a short duration pulse of radiant flux. Since ture of f/6.3). These characteristics were the antithesis of

" this nephelometer design is predicated upon the illumina- those desired for the compact nephelometer design. To
. tor operating in either a pulsed or modulated mode, a con- use the 35mm format would imply the use of a self-

tinuing effort in establishing these optimized time-constant scanning detector array in the image plane in a not readily
relationships is essential. Thus, as the illuminator's pulse available size and format. A CID device such as that used
width is made shorter, in order to yield increased peak in the General Electric TN2500 solid state camera system,
power output for a fixed power input, there is a point at with appropriate optical modifications, is a highly desire-
which the detector is no longer able to fully respond to the able concept for this application, but development costs
pulse. At this point there is no further advantage to be were deemed excessive. In the end, these considerations,
gained by trading peak power for shorter pulse, and an coupled with the geometric constraints imposed by the
operational threshold is established for the detector desire for a very short scattering volume, i.e. approxi-
configuration being tested. For the configurations con- mately 20 cm, required the deferment of the fisheye con-
sidered for this preliminary design (IUe. those listed above) cept within the nephelometer context, and a more classical
this pulse length threshold occurred at pulse widths of design embodying discrete detectors was chosen for the

* approximately 200 microseconds. next stage of development.

,7
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Fig. 3-9. Fisheye lens performance. (a & b) are upper and lower
hemisphere photos for flight C-359. 444m AGL. 2342 GMT, (c)

* Visibility Laboratory Hemispherical Sky Simulator. (d inside view
of sky simulator as seen by the fisheye lens.

As discussed briefly in the opening paragraphs of Fig. 3-10. The functions illustrated in Fig. 3-10a are from
this section, the function of the multi-channel nephelome- Barteneva (1960) and represent directional scattering pro-
ter is to provide measurements identifying the magnitude perties for visible wavelengths between Rayleigh (or

* of the volume scattering coefficient s(z) and the shape of molecular) scattering, curve la (Visual Range -300 kin),
the volume scattering function a'(z,13). The degree of and heavy haze Mie (or aerosol) scattering, curve 10
informational redundancy that can be built into the device (Visual Range -3 kmn). The data in Fig. 3-10b, which has
that makes these determinations will in the end determine been abstracted from Deirmendjian (1969), represents the
its experimental reliability. Thus, whereas the original even more severe scattering conditions anticipated within
C- 130 nephelometer measured s W) and o( U,) at p330 *and the Diermendjian CI cloud model. With these functions
1500, it was decided to increase the measurements of in mind, it was decided to use four angles to specify the
a'(z.p) to enhance the reliability of the characterization of character of the aerosol being measured by the new com-
the sample aerosol. Scattering functions, typical of the pact nephelometer. The preliminary selection is to use
aerosol characteristics to be measured are illustrated in 15*, 550, 1000 and 1400.
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t o, •phase function (volume matering function) and thus
(a) crss-hck the simultaneous measurement or s(z). The

measurements of the directional scattering in the vicinity
of 550 is relatively unaffected by the shape of the phase

I function, and driven for the most part then by the aerosol
j 100 concentration alone, a feature that is taken advantage of in

2 the design and calibration of forward scatter visibility
meters such as that described by Hering etal. (1971).
Thus the use of this directional channel as an alternate
calibration vehicle is an attractive plus in the design.
When the experimental measurements are conducted in

- increasingly heavy fog and cloud conditions, the transition
from haze is markedly identified by the relationship

zO  ':.. - between the directional scattering in the backscatter direc-
"....... tions. he ratio between the 1000 and 140° scattering,, L ,o - 2  

".
should readily identify the regime inhabited by large

' < -- " spherical water drops from that of the drier, more irregu-
lar haze aerosols.

Based therefore, upon the considerations discussed
S'i-0

- 3
- -- '- in the preceding sections, a preliminary configuration for

0 20 40 60 so 100 12 14 16 180 the new compact nephelometer was established similar to,
SCATTERING ANGLE (Degrees) but smaller and experimentally more powerful than, the

- original C-130 configuration. The line drawing layout
1illustrated in Fig. 3-11 shows the basic geometric relation-
102 ships proposed. The figure is to scale but reduced, the full

Sscale distance between the source and the trap is approxi-
mately 21 cm. Also note that, unlike the C-130 version,

.Ui0 the integrator channel (1) for measuring total volume
scattering coefficient is on the opposite side of the flux

. beam from the directional collection optics, a necessary
b configuration to enable overall compactness. A full scale

10 emock-up of this general configuration is shown in Fig.
... OO 3-12.

z
Flashed Source

< iO-1 Integrating Channel

1: 0-2 X, I

10-0 20 40 60 80 100 120 140 160 180 PS , _lS _ \

_ZDirectionaOBSERVATION ANGLE, 0(Dere)MoirChne O
. MoitorChannel

" Fig. 3-10. Typical volume scattering function shapes." Figl. 3-11. Compact nephelometer - basic geometry.

Several informational redundancies are available
from the four angular measurements selected above, par-
ticularly when combined with the fifth measurement, that
of total volume scattering coefficient. As discussed in
Johnson (1981a) and Hering (1981), the apparent ability
for the prediction of o.(z,) from a knowledge of s(z)
alone presents a strong experimental diagnostic for the

4reliability of the measurements defining the two sides of
Eq. (3.1). The relationship between the forward scatter at
150 and the minimum or backscatter at 1000 or 140° is
adequate to recreate a close approximation of the total Fig. 3-12. Compact nephelometer mock-up (right angle sunshade).
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The full scale mock-up shown in Fig. 3-12 contains represents a scattering coeffient of approximately
N. a representation of each element proposed for the final 10- 4 m- 1, then the available dynamic range should cover

i:-.design. At the far right, labeled A&B in the figure, is the most tropospheric conditions. likewise the two directional
:'. pulsed Xeno illuminator and compact projector previ- values, marked "*e3W and "peISWY on the performance chart
' ously illustrated in Figs. 3-6 and 3-7. In the bckgr'ound, are oriented about the "r" measurement in a manner simi-.Ithe four vertical assemblies with the right angled circular tar to the orientations measured by the original C-130 sys-

sunshades represent the four directional scattering tern. The P30 to 0150 scattering ratio of 2.25 would indi-
telephotometers. These mock-up configurations are cate a mean Barteneva scattering lobe between 2 and 3
modeled after the compact receiver design illustrated in and a Q i.e. optical scattering ratio, s/as, Hering (1981),
Fig. 3-8, but with a right angle prism attached between the of about 2.5. These values indicate an approximate total

- objective lens and sunshade to effect additional system volume scattering coefficient of about 3xlO-5 m- 1 which
compactness. The light grey bar in the center of the pho- may be too small. However, the nominal performance of
tometer cluster represents the illuminated scattering the uncalibrated mock-up system seems reasonable, and
volume produced by the projector system. It extends from certainly adequate to justify further development and
the projector (B) into the beam trap on the left. The refinement.
small assembly to the extreme left, and attached to the
back of the beam trap, is the beam monitor assembly. to.
This is the sixth detector circuit associated with the
nephelometer design, and is used to monitor the output of HUV 4000 B

the projector pulse as protection against pulse to pulse 0 Me&
variations. In the left foreground, the receiver assembly
marked () represents the integrator channel in the ioo
nephelometer which measures total volume scattering
coeffiient directly. Its entrance aperture is a small a-
diffuser button, corrected for cosine collection, and is a
scaled down version of irradiance assembly used on the
original C-130 version nephelometer. The large light trap
in the immediate foreground is conceptual only. In any 0
final design each of the four directional channels will have
a small individualized light trap, optimized for the particu-
lar viewing and mounting geometries. The necessary
power supplies are shown both to the right of and below 0
the projector assembly. 1°-2

Noise Cutoff
3.4 Mock-up Operational Test

The nephelometer system illustrated in Fig. 3-12 has 10-31.

been operationally mocked-up using the assemblies illus- too to-' 10- 2  10- 3

trated in Fig. 3-7 and Fig. 3-8, plus two irradiance chan-
nels (not individually illustrated). The electrical signals RELATtVEINPUT FLUX: !' from the three detector circuits i.e, the beam monitor Fig. 3-13. Compact nephelometer - mock-up performance test.
channel, the integrator channel (.), and the directional
channel (which was used in two selected directional orien-
tations, 330° & #1501 were observed and recorded using
auxilliary oscilloscope and pulse integration circuitry. The 4. FISHEYE SCANNER ASSEMBLY

test runs were made in a darkened laboratory environment The computational string discussed in Section 2, as
- without external shrouding, and with unmonitored room well as many other of the more peripheral computations

" air as the sample aerosol. Each test consisted of 100 lamp related to the optical state of the atmosphere, require a
pulses with its associated 100 measurements by each of reasonable representation of the 41r radiance field into
the three radiometric channels. which the computation scenario is embedded. The genera-

A sample plot illustrating the performance of this tion of these radiance data was the function assigned to
mock-up system is shown in Fig. 3-13. The linearity plot the automatic 2w scanners which were used with the origi-
upon which the data points are superimposed is for the nal C-130 airborne system (Johnson, 1981b, and Johnson
HUV-4000B detector calibrated in the d.c. mode as men- and Hering, 1981). This early system is illustrated in Fig.
tioned in Section 3.2. The data points marked "#30", "E", 4-1 which has been abstracted from Johnson (1981b). In
and "pl50" indicate the voltage levels measured during the this system's operating mode, the azimuth and elevation
test sequence outlined above. It is clear that even though drive assemblies drove the rotating heads through an
the mock-up device is not calibrated in scattering units, automatic search routine in which the 5 field of view of

: the operating points appear nominal. That is, if one the internal telescope swept the entire 2w hemisphere
assumes that the integrator output voltage (i.e. X) above the scanner's base plane. The radiometer detector

-10-
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Fig. 4-1. Automatic 2w scanner - active scan system.

and circuitry provided measurements of sky and terrain "fisheye" lens and images the hemispheric radiance distri-
radiances on a continuous basis, from which data arrays bution at its image plane. Located in this optical system's

* -. were developed which contained an average field radiance image plane is a segmented, diffusely transmitting disc of
value every six degrees in azimuth and every five degrees the same diameter as the image of the observed hemi-

*in elevation. sphere. It is this image plane diffuser that divides the
As has been illustrated in a series of diagnostic cal- observed scene into a selection of zones, and performs the

culations, which will be discussed in Appendix B, it is pos- optical integration that allows the detection of each zone's
sible to simplify the integration shown in Eq. (2.1) rather average radiance. The configuration illustrated in Fig. 4-2.
severely without inducing significant error on the resulting imfliesra indviulee.o behind each zone inmeed inte
values of equilibrium radiance. This computational dfusrie bhnd ac ofteix um rdzns
artifact is a major element in establishing the concept of shown in the figure, plus four behind the smaller unnum-
building a much simplified scanner system. Some prelim- bered zones. It is the radiometric measurement made by
inary calculations indicate that in lieu of the 800 or so data these detectors which provides the radiance values used in
points used for the integration of Eq. (2.1), by the com- the solution of the Eqs. (2.1) through (2.6).
puter code AVIZCI3O, Duntley et al. (1978), one can
divide each hemisphere into as few as eight specially Sample Hemisphere
selected zones whose average radiances, when properly

* substituted into the integral expression, will yield the same
* results to within ± 10%. It is upon the basis of these sam-
*pie calculations that the concept of a simplified staring-

scanner system has been developed.//

-~ 4.1 Design Concept

The design concept for the new compact scanner, as
was the case for the new nephelometer. is slanted toward Solar Azimuth, tb,

a low power, no moving parts system. Thus, the super
wide angle lens, which was rejected for the nephelometer
design, again becomes an attractive packaging option. The Fisheye Scanner
concept of a staring fisheye scanner using solid state detec-
tion embodies a variety of desireable attributes, with only
minimal penalties, and thus was selected for mock-up and 3

4 2evaluation. 6 ImgPln
*The proposed configuration for the new scanner is Diffuser

illustrated in Fig. 4-2. In this artist's conception of the
device, the observed scene is illustrated as the "sample O
hemisphere" at the top of the figure. The scanner

* observes this hemisphere through its 1800 field of view Fig. 4-2. Conceptual outline - fisheye scanner.



The zone arrangement illustrated in Fig. 4-2 is only cameras and thus has its focal plane very near its exit
one of many possible configurations, and is chosen in this pupil (i.e. -6.5mm). This feature provides very little
initial layout for simplicity of illustration and mock-up. mechanical clearance which makes it diffiult to insert
Since the zone pattern determines the solid angles of additional optical elements in the flux path in order to
integration for Eq. (2.1) (or more accurately, the summa- adjust the image size and/or the spectral passband. In
tion which approximates Eq. (2.1)), it is apparent that it fact, the mechanical inflexibilities imposed by this short
must be designed to define and isolate each of those zones focal length, highly divergent design made it impractical to
which most significantly contributes to the upper consider this class of lens for consideration in the discrete
hemisphere's radiant directionality. In particular, the detector concept proposed for this mock-up.
zones which will contain the image of the solar disc and The second lens considered was the Soligor fisheye
aureole must be carefully s ified conversion lens (Appendix A). This 180° Adapter lens is

4.2 Fisheye Lens Selection designed for use with a broad variety of prime lenses
yielding, in each particular combination, a resultant focal

In order to demonstrate the feasibility of a relatively length of 0.I5X the prime focal length. Thus a standard
compact, solid state staring scanner, one need only select 50mam focal length is, with the adapter, converted to
an acceptable fisheye lens and detector, since any reason- 7.5mm. The essential feature is that the flux bundle
able diffuser configuration is suitable for test purposes. emerging from the exit pupil of the adapter lens is highly
Two lens configurations, and two detector configurations collimated and about 10mm in diameter. Thus a broad
were considered for this initial mock-up, and in each case variety of secondary lenses can be readily located within
the simpler of the two was chosen for actual assembly and this flux bundle to alter the resultant image diameter, and
test. also allow space for the insertion of additional optical ele-

The super wide angle lens is of course the key ele- ments. This Soligor adapter, priced at about $150, has
ment in this compact scanner concept. It must be of ade- been used by the Visibility Laboratory ground truth team
quate quality to provide the necessary imagery, but not so on a variety of SLR and range finder class 35mm cameras
sophisticated as to command an exhorbitant cost. The two with good results. Several samples of this adapter
lenses evaluated for this mock-up represent two different system's performance are illustrated in Fig. 4-3, which can
cost and quality options, both of which have specific be compared with the Traid 735 performance as shown
advantages, earlier in Fig. 3-9.

The first lens to be considered was the Traid 735 As can be noted in a comparison between Figs. 3-9d
Periphoto (Appendix A). This 1800 lens was designed for and 4-3a, the Soligor adapter, in this particular
use with 35mm cameras, and was adapted for use with the configuration, does not in fact produce a full 180 cover-
GI Automax cameras which were part of the original age. An approximate determination indicates coverage of
C-130 system. Several samples of this lens' performance 1750, thus in documenting upper hemisphere sky radi-
are illustrated in Fig. 3-9a,b&d. The lens has excellent ances, the system will miss the 5 nearest the horizon. In

-. • coverage and minimal distortion. For this staring scanner all other respects the adapter is quite acceptable, particu-
application however, it has two disadvantages. It was a larly in its adaptability to a variety of optical and packaging
relatively expensive lens when acquired, and lenses of its configurations. Based upon the characteristics just
general quality are still priced at around $1000 each. reviewed, the Soligor fisheye adapter was chosen as the

S.Secondly, it was designed specifically for use with 35mm primary optical element in the new staring scanner.

Fig. 4-3. Fisheye adapter performance.
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4.3 Mlek-up Opurs!au Tet

With the choice of the optical system concluded, the
only additional mock-up decision was with regard to detec-
tor choice. Since the HUV-4000B had been chosen for
the nephelometer, as discussed in Section 3.1, it was
decided to stay with the same series in order to maintain a
minimum number of component and sub-assembly design

- features, and subsequently minimize the complexity of the
downstream spare parts inventory. Thus, the HUV-4000B
was chosen as the detector to be used with each of the
scanner's large zones, and the HUV-1000B was chosen for
each of the smaller zones associated with the solar

, azimuth. (See Fig. 4-2, where 0, = solar azimuth). The
detectors would both operate in the d.c. mode for the

' fisheye scanner application, rather than the pulsed mode
used in the nephelomter. gFl. 4-5. Image plane diffuser mock-up.

.. The mc.k-up configuration for the fisheye scanner
is illustrated in Figs. 4-4 and 4-5. In the full assembly channels. Any moderate mismatches due to variations in
view of Fig. 4-4, the compact, in-line design of the system individual detector sensitivities can be corrected at the
is clearly apparent. In this configuration, the Soligor data processing level. The overall size of the scanner in
adapter is used in conjunction with a 210mm iocal length this particular arrangement is 12cm in outside diameter
auxiliary lens in order to expand the image into a rela- and 42cm in length.
tively large diameter (i.e. 10cm). This degree of expan-

sion is chosen as a convenience to facilitate the mock-up Figure 4-5 illustrates the image plane diffuser used
using the standard TO-5 configuration for the smaller in the mock-up evaluation, and the discrete detector array.
HUV-IOOOB detector. The spectral filter is inserted into The diffuser plate illustrated on the right of the scene is
the optical path between the Soligor adapter and the auxi- similar to the pictorial representation shown in Fig. 4-2,

* liary lens such that a single filter is used for all optical and does not represent the optimum design, but rather

one easy to fabricatc and yet adequate for test and evalua-
tion. The discrete detector array shown in the left of the
scene contains both HUV-IOOOB and HUV-4000B detec-
tors. The smaller TO-5 assemblies were evaluated in both
the small sun zones (the linear set in the nine o'clock
position) and the larger sky zones. The larger HUV-
4000B detector was only used in the single sky zone
shown in the twelve o'clock position.

Using the assembly shown in Fig. 4-4, several
operational evaluations were conducted to demonstrate the
practicality of this particular design concept. The device
was used on both clear and overcast days, in orientations
which measured the average radiance as detected in both
the larger sky zones and the smaller sun zones. Several
typical results are shown in Fig. 4-6. The unmodified
operational span for each detector is illustrated by its
linear voltage vs flux calibration. Superimposed upon each
of these plots are several data points representing the
system's response to the atmospheric conditions extant
during each test. As anticipated, the observed flux levels
are more than adequate for detection by the system. The
operating span is adequate to accommodate a variety of
modifications in the design of the image plane diffuser.
Thus the optimization of the solid angle increments most
efficient for use in Eq. (2.1) can proceed without fear of
compromise due to instrumentation limitations. The nom-
inal performance of this uncalibrated mock-up system
seems reasonable, and as in the case of the nephelometer
system discussed previously, more than adequate to justify

Fig. 4-4. Fisheye scanner mock-up. further development and refinement.
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lot 6. Provide real-time display of msleted raw and d dved
S"SKY ZONE TEST values.

I. .- CLEAR 7 nn . erform associated houseleeing to enable actions

2W0 M"u( 1-6.
The design gol for this system is to be flexible

enough to perform in semi-automatic mode under
OVERCAST EPROM control and also, with only minimum

modification, perform in operator inter-active mode.
S0- These two operational configurations are ilustrated by the

block diagrams shown in Fig. 5-1. In general it is assumed
-that most data collection flights will be accomplished in the

1_ semi-automatic mode, with only minimal control by the
. 10_ 2 - operator. The interactive mode is assumed to be primarily

a pre or post flight operation used for troubleshooting,
F 3 extended data analysis, and new EPROM program

NOISE CUTOFF development.

I0° 10-1 10-2 10-3 t0-, 5.1 Hardware Layout

RELATIVE INPUT FLUX The general system outline is diagrammed in Fig.

5-1, and is shown in both the airborne data collection
.o- configuration (semi-automatic), and the laboratory test

LIGHT OVERCAST and evaluation configuration (interactive). As is apparent
T in the diagram, both configurations are quite similar. The

OVERCAST general function of each of the block diagram elements is
100outlined in the following paragraphs.

SUN ZONE TEST

* HUV 1000 OPT & MET TRANSDUCERS
95Mg These transducers, as described in Sections 3 and 4,< provide the experimental measurements for input to the

computational scheme. The upper and lower hemisphere
scanner (UHS & LHS) channels are from the two fisheye
systems. The current design calls for about ten analog sig-
nals from the UHS and about six from the LHS. These dc

010-2 signals represent the radiance of each of the upper and
lower hemisphere segments that are observed by the two

NOISE CUTOFF scanners. The current nephelometer uses six channels to
provide its data, four directional radiances, one integrated

1- L irradiance, and one irradiance monitor. These pulsed sig-
100 0-' 10-2 I0-3 10-4 nals must be conditioned differently than the simple dc

signals provided by the scanners. The nephelometer
RELATIVE INPUT FLUX illuminator provides no information flow to the computer,

except indirectly through the irradiance monitor channel,
Fig. 4-6. Fisheye scanner - mock-up performance test. but its firing rate and synchronization are controlled by the

computer. The basic meteorological transducers for pres-
sure (altitude) and temperature are also planned as simple5. ON-BOARD COMPUTER SYSTEM dc analop.

The on-board computer system associated with this
instrumentation package has several related but operation- VIS LAB SIGNAL CONDITIONER,
ally independent responsibilities. They are summarized in MPLX & TRANSFER

~the listing below.th.lsin w This is the first of the four basic building blocks
from which the on-board computer system is being assem-

I. Accept the raw data stream from each transducer. bled. It forms the communications interface between the
2. Store raw data on tape for later retrieval. OPT/MET transducer systems, the computer CPU, and
3. Convert raw data into useable engineering units. the in-flight fixed display panel. The custom built design

is similar to that employed in a previously deployed under-
4. Perform pre-determined computations. water system, which also uses a pulsed illuminator to pro-

S. Store computed values for later retrieval. duce multiple irradiance analogs. The circuitry has proven
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INFLIGHT DATA COLLECTION CONFIGURATION INLAO TEST & DEVELOPMENT CONFIGURATION

OPT"A TRANSDUCERS MET. TaANSOUCER apneAL Tmmucm W. TRANSucER
UlI IS P I* t4E PRESS. TEMPL SP US H NEPH PSISTE P: I1 ILUM I ILIUM P

VS LAID SGNAL CONDITIONER . MPI.X - DATA TRA ) [ VIE LAB IGNAl COITIOMER - UP.Z - DATA TRANSFE

VIS LA D oISS COMPUTER INFLINT FIXED DISPLAY VIE LAS SI OMPUTER MPUGN? IXED DISPLAY

MOTHER SAD W/CLOCK & MATH MOTHER SRD W /CLOCK & MATH

EPROM EPROM [ ] I
RAW CALC -RAW CALC

INFLIGHT RECORDER I wIwrTRIA NIMPGNRCRE LSTRIA

CASSETE R/WOPTIONAL ANALYSIS

I PWDUALFLPYDS

FIR. 5-1. On-board computtr - prtl~irinay layout.

*to be reliable, and the panel from the earlier system was in attached Chieftain flyers (Appendix A). The computa-
*fact used during the mock-up runs of the compact tional capabilities required of this micro-processor are

nephelometer. The pulse integration and channel multi- described in Section 5.2.
plexing features are the most important, and should be
carefully reviewed to insure their optimum configuration IN-FLIGHT FIXED DISPLAY
for this new application. This is the third of the four basic building blocks.

The function of this display panel is to provide an in-flight
VIS LAB 6809 COMPUTER operator or monitor with a selected set of meast..ed and

This is the second of the four basic building blocks, derived quantities for real-time assessment and/or troub-
The 6809 based system has been selected on the basis of leshooting. It is considered a passive display, in that it
several considerations, but primarily due to its expandable exerts no control over the transducer/computer operation,
EPROM configuration, our in-house experience with this it only observes its performance. The panel is intended to

*hardware, and the readily available OMEGA SOFT PAS- provide a display of the nephelonieter measurements of
CAL software development tool. This microprocessor will a~z,3) and s(z) the directional and total scattering values,
provide an appropriate entry into the use of a PASCAL upwelling and downwelling irradiances, time, altitude and

*based design aid (OMEGA SOFT), and in conjunction a pre-determnined set of computed contrast transmittance
with the background obtained at the recently attended values.
ADA Seminar, should put this system in good shape for The only operator inputs are related to procedural
complying with any downstream DOD requirements. The control. e.g. altimeter calibration for QNH or QFE, tape
availability of built-in real-time clock and mathematics control, etc. Physically, the in-flight display is the "ront
chips was also a consideration, however not unique to this panel on the signal conditioner and multiplexer chassis, it
product line. is not a completely separate black box. The display panel

This single board computer system will provide mul- does however provide for a remote capability in its system
tiple I/O ports for both parallel and serial communication control functions.
with the recorder and display panel. The basic A functional block diagram of the in-flight display is
specifications for this microprocessor are illustrated in the illustrated in Fig. 5-2.
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IN-FLIGHT RECORDER task, and they are referred to as the Ratio Method and the
This is the fourth of the four basic building bloks. Summation Method. The Summation Method follows the

The function of this recorder is to retain the measured classical conputational route used by the C-130 group via
and derived quantities as determined during any flight the Gordon AVIZC130 code. Duntley et al (1976). It is
episode for later recovery and analysis. No specific selec- more precise but more difficult. The Ratio Method is an
tion has been made at this time, however the basic perfor- equally valid procedure for relatively small fields of view,
mance requirements are being formulated. The initial pro- but will suffer somewhat from the large zones used by the
posal is for recording and playback in multiples of 15 sky scanner. In any case, the computer will be set up to

*minute segments (the estimated flight time for one 0 to provide both computations on each set of airborne meas-
5000 profile) with one hour per cassette the target dura- urements.
tion. Preliminary estimates of the required data flow indi-
cate a need for approximately 50 kilobytes of storage capa- FLIGHT REQUIREMENTS
city for each unit data package. Thus typical tape unit It is assumed that the airborne vehicle will traverse
capacities of around 250 kilobytes seem adequate for the a specific, predefined flignt pattern during the data acquisi-
proposed multi profile missions. Based upon initial inves- tion interval, which will establish the basic directional
tigations, the Memodyne M-80 (see Appendix A) seems coordinate system. The pattern defined as follows is to be
to be an attractive choice. It has performed well in a considered the unit pattern for one set of calculations.
recent Navy sponsored aircraft program, and at an OEM Repetitions will normally be in integral multiples of the
price of about $2400 is not prohibitively priced. It may, unit pattern. The flight pattern is a simplification of that
however be overly sophisticated for this system's require- used in the original C-130 flight program as described in
ments. Duntley et al. (1976).

*OPTIONAL IN-FLIGHT TERMINAL The basic features of this experimental flight pattern
are outlined as follows:

This terminal is not part of the experimental system
per se. It is an auxiliary piece of equipment which may be a. The vehicle will fly directly into the sun during all
used for in-flight analysis and interpretation of the data data collection intervals. This locates the image of
beyond the level enabled by the fixed display. If the flight the solar disc in the appropriate sun zone of the

* vehicle is of adequate size, then the project scientist with scanners diffuser plane, and thus establishes the
* the aid of this smart terminal can address the real-time azimuth of each zone centroid with respect to the

data base and perform in-flight analysis and evaluations sun.
beyond the scope of the canned EPROM procedures. In b. The vehicle will make a minimum altitude pass over
the event the vehicle cannot support this luxury, then the an arbitrary terrain landmark, and interrogate the
recorded data may be manipulated further subsequent to optical transducers while over the mark. (Estimate
the retrieval of the cassette. 15 sec. run.)

As n ateratie figh prcedretheEPRM cn- C. The vehicle will climb to its maximum altitude inter-
trol of the computer can be removed prior to flight, and rogating the nephelometer continuously during the

*the optional smart terminal can be used to control the sys- climb. (Estimate top altitude 5000 ft. AGL, climb-
tem up to the limitation imposed by its resident memory. ing at 500 fpm, yielding estimated climb time of 10

When the system is in the Laboratory, it can operate minutes.)
*in either of two modes, under full EPROM control as d. The vehicle will make a maximum altitude pass over
* when in semi-automatic flight mode, or with the EPROM the initially selected landmark, and interrogate the

board removed and the system running under the control otcltasueswieoe h ak Etmt
* of the keyboard and the in-house programs stored on the 15psc.l traun. wieovrtemrk Etmt

auxiliary disc system. In this in-house, interactive mode15scru.
one has the option of normal operation, troubleshooting, This nominal flight pattern will yield adequate data
new program development and new or replacement input for both the ratio and summation methods described
EPROM burning. The in-house terminal, disc system and in the following paragraphs. It can be repeated and/or
EPROM burn kit are not part of the airborne system, but altered substantially depending upon the available memory
are auxiliary Laboratory equipments which are currently in the on-board computer, and the tape recorder's cape-
on-hand from previous contracts. city. The basic data acquired during each flight pattern for

subsequent use in all computational procedures is outlined
5.2 Computational Procedures in Fig. 5-3.

The following paragraphs outline the computational
sequences that are anticipated from the on-board com- RATIO METHOD
puter when operating in its canned EPROM mode. Basi- The spectral contrast transmittance of the path of
cally, the calculations use input data from the NEPH, sight can be expressed (see Duntley et al. 1957) directly
UHS, LHS and altitude channels to produce values of con- as the product of the path transmittance, T, (z,G), and the
trast transmittance along a pre-selected set of look angles. ratio of the inherent, b1-o, and apparent, bL,, background
There are two computational routes to accomplish this radiances as follows:

-17-
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C,(z,,)C.(z,)- T,(z,9)b4(z,,,t)/VbL,(z,, ), (5.1) trast transmittance value will be assigned. Thus the size
,A of the zones tends to smear the directionality of the

r Cdiffuse contribution and some precision problems may• where C, - (,L, - bL,)/hL,, is the apparent target contrast ensue.

at path length r, C, - (,L - L)lL is the inherent tar-

get contrast at altitude z, and ,. is the inherent target SUMMATION METHOD
radiance. Thus, the contrast transmittance of a given path* osntdpnduo nrnictre hrctrsisbti The Summation Method for calculating slant path
does not depend upon intrinsic target characteristics but is contrast transmittance follows the traditional computa-
a function only of the directional radiance distribution in tional chain established in the AVIZCI30 code and out-
the atmosphere and the path transmittance. The expres- lined most completely in Duntley et aL (1976). The pri-
sion is strictly applcable only for monochromatic radiation mary short-cut that this new system employs is the
but may be applied with good approximation to reasonably approximation of the precision sky scanner integrals by the
broad spectral bands in the visible portion of the spec- fisheye zone averages. These average zone radiances are
trum. used in conjunction with the normalized directional

The ratio method for computing contrast transmit- scattering function as derived from nephelometer data to
tance is defined by Eq. (5. 1) above, calculate equilibrium radiance.

The ratio bL,/bL, is determined by the low altitude
and high altitude radiances measured by the scanners. Equilibrium Radiance
There will be one ratio per unit profile for each of the In the traditional calculations, the equilibrium radi-
UHS and LHS zones illustrated in Fig. 4-2 and 4-5. ance is computed from the measurements made at each of

the altitudes of level flight and then interpolated and
* Radiance Transmittance extrapolated to obtain values at each 30-meter (98.4 foot)
- The radiance transmittance T,(zo) is obtained interval z,. Equilibrium radiance is interpolated rather
* directly from the total scattering coefficient s(z) as meas- than path function since the equilibrium radiance is rela

ured by the nephelometer by means of Eq. (5.2). When tively invariant with altitude within the lower troposphere,
there is no significant atmospheric absorption in the whereas path function is sensitive to changes in aerosol
passbands of the measurements, e.g., from smoke, dust, scattering as well as the lighting u,, hution. T, mpute
or smog, the attenuation coefficient a(z) is equivalent to the equilibrium radiance Eq. (5* i, .. sed, wherein !,he full
the total volume scattering coefficient s(z). 'Therefore, angular precision in the measurenent of the 4w radiance

field is fully utilized.

T,(z,o) - exp X a (Z,)Ar I-exp L s(zj)Ar 1.(5.2) Lq(z0,40 W -5E(Z 1) + f L (z'.'s ('') dfl . (5.4)

:': In the Summation Method, the equilibrium radiance

where Ar is the incremental path length. The summationsInteSmainMhohequlbumrdnc
arewhmadeAsin the rpezoal ruthlen. The msuratiotl is computed in a similar manner, but using Eq. (5.5),
are made using the trapezoidal rule. The measured total which uses average zone radiances in lieu of the integral,
volume scattering coefficient data may be extrapolated to
ground level when no ground-based measurements are
available. The extrapolation assumes that the scattering Lq(z,,) -= X 1L1(z,0',4') EL A fl

.*. particles are the same at the near-surface altitudes, but
decrease or increase according to the density at each alti- + L2(zo,,,) 4 .(z,0 ) AfD
tude p(z). For all paths of sight at zenith angles less than S (Z)

85 degrees or greater than 95 degrees, Ar equals Az seco + • • • L,(zA',r ) AD (5.5)
for these altitudes. The IAzl used is 30 meters (98.4 feet). s(z)

For zenith angles greater than 95 degrees, the radiance where
transmittance can also be expressed as a function of the is the average radiance measured in the sun

" vertical radiance transmittance T,(z,1804 as follows: zone

L2  is the average radiance measured in the first
T,(z,o) - T,(z,1801")II. (5.3) sky zone

,€L. is the average radiance measured in the 7,st
For upward paths of sight for zenith angles less than 85 sky zone
degrees, the radiance transmittance can similarly be oL (z is the normalized phase function as deter-
expressed as a function of the vertical upward transmit- s(z)
tance T, (z,0'. mined from the nephelometer measurements

The block diagram for computations using the ratio and/or look-up tables using Henyey-

method is illustrated in Fig. 5-4. Note that in this pro- Greenstein data

cedure, each zone in the upper and lower hemisphere is Aft is the solid angle observed by each scanner
assigned a nominal direction vector 9,o, to which the con- zone.
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,to aco fth o.I T ) 1- coefficient and the equilibium radWian Eq. (5.9),A correction factor of' the form EZ A I should which is the form to be used in the on-beard computation.

be applied multiplicatively to Eq. (5.5) to compensate
somewhat for the loss of directionality induced by using L.(i.0,O)- L,(z,.,#)s(zj) (5.9)
the central p for the entire All of each zone. The use of
this factor decreases the maximum precision error in the The next step is to compute the path radiance along
summation from nineteen percent to only six percent. each desired path of sight.

In Eqs. (5.4) and (5.5), 0 is the angle between the Path Radine
sun and the path of sight, and L (z,,4) is the apparent
radiance of the sky or ground for direction W and #'. The Path radiance L;(z,e,#) for the path of sight 0 is the
ratio a(zP')ls(z) is the proportional directional volume integration or summation of the path function L.(z,e,#)
scattering function at angle P' and altitude z. The p' is the weighted by the radiance transmittance Tj(z,O). Path
angle between the path of sight at 0,0, and the radiance length ,i is from the incremental path Ar to the sensor at

I'4'. it is found by Z:

cosW' - sin~sinesinO'sin4' + sinfcos4sinO'cos#' + cosfcoso' .(5.6) L(zOsb) - , L.(z.9,4) T,(z,O)&r. (5.10)

At this point, one has computed for each of the 20
which may be simplified to desired paths of sight, (fewer if memory becomes a prob-

lem), both the path radiance L,(z,O,4) and the radiance

cosp' - sin~sin9'cos(#-') + cos os' . (5.7) transmittance T,(z,O). These, plus the downwelling and
upwelling irradiances, are the essential atmospheric pro-

Our initial design should provide for calculation of perties. The irradiances can be measured with an auxiliary
Lq(z,9,) at both maximum and minimum altitude, with irradiometer channel, or calculated from the fisheye
intermediate interpolations at Az - 100 ft. A value for scanner data using an equation similar in form to Eqs.
equilibrium radiance is required for each path of sight for (5.4) and (5.5).
which an contrast transmittance value will be calculated.
i.e. one for each zone (using the proposed configuration, a Downwelling and Upwelling Irradiance
total of 20, eleven upward and nine downward). It is the In the traditional calculations, the downwelling irra-
use of a specific value of normalized phase function for diance used to compute the directional path reflectance
each zones designated path of sight (i.e. through its opti- R,(z,O,#) and the apparent terrain reflectance is computed
cal centroid) that provides the superior directional fidelity from data at the lowest altitude of flight by the equation
inherent in this methods determinations of contrast

.. transmittance,.ftn cE(z,d) -e (z)cosO + L(z,O',O')cosO'dl , (5.11)

Path Function

Image-forming light is lost by scattering and absorp- where 5 e(z) is the sun scalar irradiance at altitude z, o, is
tion in each elementary segment of the path of sight, and the sun zenith angle, and L (z,9'.,') is the sky radiance at
contrast-reducing path radiance is generated by the scatter- direction 0',0'. However, in the Summation Method, the
ing of the ambient light which reaches the segment fromall drecin o ns. Te a ntiathive reaesripthonof this scat- average zone radiance technique is substituted using Eq.all directions. The quantitative description o(5.12)
tered component of path-segment radiance involves a
quantity called the "path function," L.(z,O,4). The "path
function" depends upon the directional distribution of the E(z,d) - L Lt(z ,O, sO, Afl + L2 (z,O2 , 2 )COS02 Afl
lighting on the segment due to its surroundings. It can be
operationally defined in terms of the (limiting) ratio of the + • L11(z, 11,01 I)cosOI Afl . (5.12)
path radiance associated with a short path of the path
length by the relation The upwelling irradiance E(z,u) is computed using Eq.

(5.12) and the zone radiances from the nine lower hemi-

L.(U,0,0) - lim (A r - 0)L (z,0,0)/Ar (5.8) sphere zones. The upwelling irradiance is used to obtain
R * for the upward paths of sight, and in the event one
chooses to use the average terrain reflectance as the back-

In experimental practice, the path length Ar should be ground reflectance in the contrast transmittance calculation
sufficiently short so that no change in the ratio can be as will be discussed in the following paragraphs. As with
detected if Ar is made shorter. In this new device, we are Eq. (5.5), there is a correction factor of similar form that
assuming that a 100 foot incremental length is adequately should be used with Eq. (5.12). This factor,
short. In lieu of a direct measurement of path function, it [r/ICosOAfl I will reduce the anticipated precision error
may be derived from related quantities. Path function is from a maximum of seventeen percent to only ten per-
expressed as a function of the total volume scattering cent.
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With the computations for irradiance completed, or an operator interactive mode. This concept has resulted
one now has all of the atmospheric componwev necessary in the development of a multiple purpose system, capable
to calculate the directional path reflectance R,*(zo,#) and of jointly supporting tactical commanders, meteorological
thence contrast transmittance. forecasters, and researchers involved in studies of multi-

spectral atmospheric contrast transmittance. The device,
Contrast Transmittance while primarily intended for airborne application within

The concept of directional path reflectance is utilized the lower troposphere, is easily adaptable for static ground
in Eq. (5.13) to define contrast transmittance in the form based applications in the determination of near surface
proposed for this new in-flight system. optical properties. Thus, it can be equally useful in pro-

viding relatively inexpensive flight data appropriate for the
". ,T,(z,9,A) - [I + R;(zeO)/bR.(Zt,9,)J- ! , (5.13) validation of new or improved modelling techniques, asTwell as providing the means for significantly shortening

the necessary predictive window required for the meteoro-
where hR.(z,,O,#) is the directional background reflectance. logical support of time-critical field operations.
By definition, the directional path reflectance is

The development status is such that each of the sys-
tem sub-assemblies has been evaluated in an operational

-.. "- ir L;(z,0,,)E,,d) T,(z,")l (5.14) mock-up configuration, and has performed adequately to
indicate technical feasibility.

where E(zd) is the downwelling irradiance. Note that for A new compact, multi-channel nephelometer has
upward paths of sight, the upwelling irradiance E(z,,u) is been developed which retains many of the features of the
used in Eq. (5.14). We have chosen to develop the larger C-130 mounted version reported by Johnson
atmospheric data in the form of directional path (1981a), but which requires only a few hundred watts of

• :reflectance since, in this form, it can be easily utilized with input power, and is less than one meter in length overall.
" the directional reflectance of a variety of backgrounds The nephelometer mock-up, operating in pulsed mode has

smaller in extent but different from the heterogeneous measured the scattering characteristics of clear day room
background which contributed to the path radiance and air, as shown in Fig. 3-13, with adequate sensitivity to
downwelling irradiance. In the event that no reliable value suggest the capability of measurements approaching
for the directional background reflectance bRo(z,,O,#) is lO-Sm - 1 i.e. sea level molecular. If the mock-up perfor-
available, then one may choose one of the upper or lower mances turn out to be reliable at this level, then a follow
hemisphere zone radiances and compute an approximation on effort to assure these performances is an attractive
using Eq. (5.15). option. Automatic pin control circuitry to inhibit detector

o Rsaturation and thus permit measurements in highly
Background Reflectance scattering media, i.e. clouds or fogs, is also an attractive

The inherent background reflectance is defined as design add-on that seems well within reason, and is
recommended for further development.

.R(Z,,,4)) - L(z,,S,4)/E(z,,d), (5.15) The staring fisheye scanner has also performed well
in its mock-up configuration. The sky and sun zone aver-

where E(z,,d) is the downwelling irradiance at the target age radiances as measured under several different
altitude. Again on notes that for upward paths of sight, meteorological conditions are well placed on the system's

the upwelling irradiance is used in Eq. (5.15). The flux-voltage curve as illustrated in Fig. 4-6. Thus, the use
inherent background reflectance may be obtained from of this discrete detector system should proceed to full
either (1) a measurement by a ground-based telephotome- brass board configuration with little difficulty. As dis-
ter, (2) measurements by an airborne telephotometer, or cussed in sections four and five however, the influence of
(3) an educated estimate. the direct solar component upon equilibrium radiance is

Thus, the contrast transmittance along any of the strong under clear or light haze conditions, and thus con-
twenty paths of sight defined by the upper and lower hem- tinuing analytic studies are recommended to optimize the
isphere zones may be determined via Eq. (5.13), and the selection of the sun zone diffuser pattern. In this context,
two reflectance terms defined by Eqs. (5.14) and (5.15). the follow-on development of the scanning array detector
A computational flowchart similar to Fig. 5-4 which out- system mentioned in Section 3 should be re-evaluated as a
lined the Ratio Method, is shown in Fig. 5-5 for the Sum- second generation device. The non-blooming, time
mation Method. integration characteristics of this type device, coupled with

its 256x256 array of individually scannable detectors would
6. SYSTEM REVIEW provide an efficient, software controlled mechanism for

A y ee cadjusting the sky and sun zones directly without the need,. A simple, yet relatively smart electro-optical system

has been devised to do real-time monitoring of the optical for manipulating the diffuser plate, which could be com-

state of the atmosphere. The system concept has been pletely eliminated.

built around three solid state, no moving parts, transducer The in-flight computer system requirements have
assemblies interfaced with a small dedicated microproces- been evaluated as discussed in Section 5, and additional
sor that can control the system in either a semi-automatic, circuit mock-ups are in progress. Sub-assembly selections
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Sub-Assembly Specification Sheets

Al: Illumination Industries Inc., Type X75-2002
A2: EG&G, model FX-201
A3: EG&G, model FX-132
A4: EG&G, model HUV-4000B

A5: EG&G, model HUV-1OOOB
A6: Silicon Detector Corp., model SCD-444-42-12-261
A7: United Detector Technology, model PIN IOAP
AS: Traid Corp., model 735 Periphoto
A9: Allied Impex Corp., Soligor Fisheye Adapter

AIO: Smoke Signal Broadcasting, Chieftain Microcom-
puters

All: Memodyne Corporation, Intelligent Cassette
Recorders

Note: The selection and use of the components listed
above does not imply endorsement or recommen-
dation of the tested products by the Visibility
Laboratory or its sponsors to the exclusion of
other products that may be suitable.
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r ILLUMINATION INDUSTRIES, INC.
Ut
z

ii, 0

b "0

. .3

Operating Characteristics of Xenon Arc Lamps

CHARACTERISTICS LAMP TYPE

X-35 X-75 X-1SO X-300 X-S00- UNITS

X-36 X-76 X-150L" e

With/Without Starting ectrode Without Without Without Without Without
With With

Type of Current DC DC DC DC DC

Lamp Operating Voltage 12i2 1422 20t 3 16*2 20i 2 volts-3
Lomp Operating Current forAmp oteRangent 2.5-3.5 4.6-6.2 6.5-8.8 15-20 14.30 amps

ii. *Above Voltage Range

Lamp Rated Power - DC Operation 35 150 300 S00 watts

15

Arc Size finches) HT x Width 0.012x0.012 .020x.015 .080x.050 .070x .080 .120x.060 inches

Luminous Flux (lumens) 315 1.125 3.200 6.300 15.000 lumens

Luminiius Efficiency 9 15 21 21 30 lumens/watt

Average Brightness 40,000 80.000 30.000 35.000 35.000 candela/cm
2

Average Life 200 300 1.000 1.000 1.200 hours

Or" Vertical Vertical Vertical' Vertical' Vertical'
Operating Position Anode Up' Anode Up* 30 W30 -30

Housing Size - Minimum Side 
2

Wall Surface Area 30 60 130 200 400 in.

Cooling Convection Convection Convection Forced Air Forced Air

Sleeve Sleeve with Sleeve with

Base Style Sleeve SKned Nut Knurled Nut Sleeve

*The X-75 and X-35 are two electrode lamps and the X-36 and
X-76 have three electrodes. This third electrode may be used as a
starting electrode. These lamps may be operated with the anode
I+ terminal) in any position above the horizontal.

- The standard 1SOL sleeve base has a metric thread of 4mm
diameter and 0.7mm pitch. The ISOS has plain sleeve base.

* X500 Special order only

ILLUMINATION INDUSTRIES, INC. * 025 E. EVELYN AVE.. SUNNYVALE. CALIFORNIA a4086 * PHONE. 408/24S.4tl * WX 9103329-9214
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* S_ 35 WATT XENON SHORT ARC LAMPS
Physical Dimnsions (in inches)

LAMP A 3 C D E F 0 H J

1 .i r-L X.35 3.375 1.562 .450 .450 .375 1.29 .295

X36 3.375 1.562 .450 .450 .750 .375 .1185 .295 .295

X-35X-3

c C
'1....I'

-5 75 WATT XENON SHORT ARC LAMPS
Phsia Dimensions (in inchses)

A~ 'A A_ _ _ __j_

-TLAMP A S C 0 E F G H J

SI ~'X-75Soo .4s0 .see .295 .3o
. _ X-76 350 ,70.5W0 .450 .TSO .500 .185 .295 .350

X-75 X-76

c-. 150, 300 AND 500 WATT XENON SHORT ARC LAMPS
u+j I Physical Dimensions (in inches)

Sc
c I F- r LAMP A B C D E F a H J

. .. -150S 400 .8570750 .730 .500 .500)

I- X.ISOL 5.937 2.562 .591 1.591 .750 .473 .473o-1€ . X-300 15.750 2.437 .8131.813 937 .500 .500

SX-SO0 10.20 3.750 2.00 .312 .390 1.17 1.00 .750 .750

X-150S X-150L X-300 X.500

X-35 X-75 RELATIVE SPECTRAL RADIANCE
X-36 X76 X.150 X-300 X-500

CAUTION: - 0.20 90 120
These lamps are under positive pressure of several etmospheres . w so 0
during non-operating conditions. During operation, the internal 75 100
pressure will increase considerably end adequate eye protection 0 0 8-
should be worn when handling them. Before operating the lamps. 10 15 O

clean the bulb surface of all foreign matter including finger. 9 q - .
prints. For maximum life, the base temperatures should be held E Z 12 30 45-60
to 2001C. j z

Further information about these lamps or their power supply 4 a 20.30 40
requirements may be obtained by contacting Illumination " - . 10-15 20
Industries. Inc. 3w 4

£ 0040 0-00400 500 600 700 8ao900 1000 t1100 1200
WAVELENGTH - NANOMETERS

ILLUMINATION INOUS1RIES. INC. 0 525 E. EVELYN AVE.. SUNNYVALE. CALIPORNIA 1404 * PHONE: 401?245.4111 * TWX: 110439-9214
1014-72 REV.7-73-3M Printed In U. S. A.
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EG.&II ELE-CTR O-OP TICS DATA SHEET F OI1704

High Effiecy
BulbType Xenon Flashkibes

and Lite-PacTrgeMous

* E
Y--
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APPENDIX A-2

Tube Descrptio Ute-Pa Descrptio
The high efficiency bulb type xenon flash- The EG&G Lit-Pac- Tgger Modules provide

tubes are a second generation device which pro- the high voltage trigger pulses required to operate
duce twice the light output of the standard bulb the bulb type xenon flashtubes. As the "socket" for
type flashtube. These lamps are unique devices a bulb type flashtube, the Uite-Pac contains a high
designed to generate short flash durations of high voltage trigger transformer and coupling compo-
radiance. Capable of high repetition rates, the bulb nents encapsulated for long life operation. The
type xenon flashtubes have precise arc discharge FY-500 series is used with the 9 pin family of
patterns which are stable and non-wandering. flashtubes and the FY-600 series is used with the
These probe stabilized flashtubes are used in 12 pin family. Atypical drivercircuit is shown on the
a wide variety of applications where long life is back page of this data sheet.
important.

Electrical Data

FX-280 FX-198 FX-199 FX-279 FX-200 FX-201

Arc Discharge Length (inches) (mm) 0.060(1.5) 0.125(3) 0.315(8) 0.060(1.5) 0.125 (3) 0.315 (8)
Max. Energy Per Flash (joules)' 5 5 5 15 15 15
Max. Average Power (watts)2  10 10 10 15 15 15
Max. Operating Voltage (Vdc) 1500 1500 1500 1500 1500 1500
Min. Operating Voltage (Vdc)3  300 300 300 300 300 300
Lite-Pac Type FY-507 FY-506 FY-505 FY-611 FY-604 FY-602

1Joules= CV2.
2wat = CV2 x repettion rate.
3 Using recommended driver circuits (see back page).

Performance Information
FLASH DURATIONS, measured at 1/3 of peak am- REPETITION RATES in excess of 1000 pps are
plitude, vary from less than a microsecond to 15 possible. Discharge circuit design will greatly influ-
microseconds and are dependent upon the dis- ence the maximum repetition rate possible.
charge capacitor value and any additional dis-
charge circuit impedance. LIGHT OUTPUT and pulse duration are optimized

TIME JITTER is typically less than 200 nanosec- by keeping the discharge circuit impedance as low
onds and light output amplitude variation less as possible. Lite-Pac* leads as a part of the dis-
than 10 percent. charge loop should be no longer than necessary to

RECOVERY TIME or the elapsed time between minimize circuit impedance.
, flash and the reapplication of voltage across the

tube depends on the energy discharged and the EFFICIENCY can be as high as 20 percent and is
rate of rise of applied voltage. Typically flashtubes dependent upon input energy. Generally, the high-
are completely recovered after a delay of 150 mi- est efficiencies are obtained when the input energy
croseconds, although in many cases the voltage is in the 0.1 to 1.0 joule range. Correlated color
may be reapplied immediately if the initial rate-of- temperatures are typically blue rich in excess of
rise of voltage is less than 1 volt per microsecond. 15,000 ° K.

-l s Regsm- EGAG Tradwk
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mq.

- Spectral Data Dimwnsiona Dat
FX-280

0.7 , , ' -'A A = 0.60± 0.010
B = 0.50 ± 0.030

0.6 F-9
0.781 A = 0.125 ± 0.015

.0.5 9 PIN B = 0.531 ± 0031

0" FX-199
0.4 UVGLASSCUTOFF A= 0.315 ± 0.031

t! 0.7S = 0.562 ± 0.031

0.3- STANOARDAND 0.0. MAX C= 0.350 MAX

U" GLAS UV G S ALL TUBES

c0.2
A FX-279

0.1 - A 0.60: 0.010
,STANDARD - - B = 0.67 0.030

GLASSCUTOF F
0 .1 I 1.0 FX-200

200 300 400 500 600 700 800 900 1000 12PiN MAX. A= 0.125- 0.015

WAVELENGTH, NANOMETERS B = 0.656 .- 0.031
%? -. FX-201
;.": [ A= 0.315. 0 0031

Spectral data taken with EG&G B= 0735 ± 0.031
".' .' 580/585 Spectroradiometr system MA2 AL = T0UBEMAS

with 10 nanometer resolution. 1.25 C 0450 MAX

Light Output Distribution Life Data

WaeeghIntervals Percentags18
(mnonteres) Slandard Bulb UV Bulb

200- 300 - 18 FX-200

300- 400 11 14 " 10 FX-201_u) FX-27

400- 500 28 22 5 FX-196
500- 600 15 12 u. FX-199

600- 700 12 7 0) 10 FX-280

700- 800 9 6 cc
800-900 11 8
900-1000 8 7 10  NUM1ER OF FLASHES TO

1000-1100 6 6 50% OF INITIAL LIGHT OUTPUT

10 1.0 0.1 0.01

Standard Bulb (Standard Glass) ENERGY PER FLASH (JOULES)

General Information
The bulb type flashtube may be purchased with a UV transmit- 2. Bulb type flashtubes with light output below 220 nanometers
ting envelope which will extend the light output into the UV re- - * are available upon request.
gion as shown on the spectral data curve. Add the suffix "U " to
the tube type number (FX- 198U) to obtain this characteristic. 3 Bulb type flashtubes with arc lengths other than shown between

. 1. 5 and 8.0 millimeters are available upon request.

ELECTRO-OPTICS

:3-2
,?'I
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APPENDIX A-2

Flashtube and Lite-Pac" DriWr Circuits

FLASHTUBE

R CR C
+ 1 *A-- - 1 ---- ++

C RS 
C R

3 1500 "vC LITE PAC

T } RtED WHITE
BLACK BROWN - 0

Discharge Circuit Trigger Circuit
CR Diode with 3 kilovolt peak inverse voltage, 3 amp rating

such as EG&G Stock Number 83-0276 or three diodes in LoW Vl High V~ltmge
series, each with a 1 kVPIV, 3 amp rating. V5 Vdc 200 Vdc

R, C = Values determined by light output, operating characteris- CT 1.0 mfd 0.1 mfd
tics desired and flashtube ratings. R is typically between SCR RCA 2N4102 or S2400 Series
10K and 200K ohms, C is determined by energy = t/2 (200 amps//sec, 600 Vdc)
CV

2 .

Notes
l is suggested that CR be used in the discharge circuit as this o The dielectric withstanding voltage between the black and
diode will enhance operation at lower anode voltages,.at higher 3 brown le ds 81500 volts maximum.
rep rates and will also improve time jitter characteristics. The
user has a choice of either low voltage or high voltage trigger cir- Since the discharge impedance of the bulb type ftashtube is
cut operation. The high voltage trigger circuit generally improves 4. low, it is suggested the leads between the discharge capacitor
the time jitter characteristics and light output stability, and the Lite-Pac" be kept as short as possible to optimize lightloutut and togesee the ligpeadton 

to dicarg minium.

2 .lite-Pac" leads are a minimum of 12 inches in length and are output and to keep the light puse duration to a minimum.

stnpped and tinned. The anode (red) and cathode (black) leads 5 Twist together and dress trigger lead separately from red and
are AWG 20 U.L. Style 3271 or equivalent. The trigger leads 5 black leads.
(brown and white) are AWG 22 U.L. Style 3265 or equivalent.
Do not bend leads sharply at the exit. Allow a small clearance
bend radius.

Dimensions
':- 

D

7 ~ FY-500 Sewies FY400 Seode
A 1 Inches MM Inches MM

A (DIA.) A 1125 28.6 1.312 33.3
B 0.125 3.2 0.125 3.2

000 2PLACES E C 1.344 34.1 1.750 44.5
0 LITE-PAC D 0094 2.4 0.375 9.5

F E 1.625 41.3 1.750 44.5
F F 0.953 24.2 1.125 28.6

C RED

.. WHITE
BROWN BLACK

AE13 0 ELECTRO-OPTICS
35 CONGRESS STREET SALEM, MASS. 01970
TEL: (617) 745-3200 TWX: 710-347-6741 Printed in U.S.A. 4181
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EMB ELECTRO-OPTICS

DATA SHEET F0091-2

FX-132 BULB TYPE XENON FLASHTUBE

FEATURES
S  .hh...~i'h~ hh~h % 0 LONG LIFE - 109 FLASHES

* HIGH ENERGY - UP TO 200 JOULESALASH
* HIGH AVERAGE POWER - UP TO 100 WATTS
. SPATIALLY STABLE ARC
. LOW VOLTAGE OPERATION

APPLICATIONS

* MICROFICHE EXPOSURE

0 MICROFICHE REPRODUCTION
" HIGH ENERGY STROBOSCOPES
. NONIMPACT PRINTING
' PHOTOMASK PRODUCTION

* VISUAL BEACONS
* COMPUTER PRINTER
- PHOTORESIST EXPOSURE

The FX-132 is the largest design in a The lamp is uniquely suitable for appli-
series of stable arc, bulb-type flash- cations such as the production of hard
tubes manufactured exclusively by EG&G. 8-1/2" by 11" copy from microfilm. In
These tubes are fabricated on multi-pin addition, the short pulse duration of the
presses and are conveniently inserted flash allows a stroboscopic exposure
into a standard 7-pin, E7-2 socket thus whichwillforma stationary non-blurring
assuring proper alignment, image on a moving platen.

The FX-132 is designed to have the high The high average power capability of the
radiance of the smaller bulb-type tubes FX-132 makes it uniquely suited for ap-
(Ref. Data Sheet No. F1005D-3) and, at plications involving moderate discharge
the same time, exhibit the high intensity energies at fast repetition rates. These
and high average power usually only applications include high intensity pro-
achieved with linear flashtubes (Ref. jecting stroboscopes, step and repeat

* Data Sheet No. FI002C-2). These fea- photomask production and non-impact
tures make the FX-1 32 an optimal source printing.
for high throughput optical condensing
systems having entrance pupils ranging
from 1 to 15 mm in diameter, such as
Fresnel lens systems and Fiber-optic

*bundles.

* -34-
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MAXIMUM RATINGS TYPICAL OPERATING CONDITIONS

Maximum Enwegy Per Flash (Joules) 200 A a C

Maximum Long-Term Average Power (Watts) 100 Energy Input (Joules) 0.01 5 80

Maximum Repetition Rate (pps) 500 Voltaig (Vdc) 650 1000 200
Minimum Operating Voltae (Vdc) 20 Capacitance (,s) 0.047 10 4000
Maximum Operating Voltage (Vdc) 1500 Peak Current (a) 100 2400 6000

Trigger Voltage IKV~ t Pulse Duration at 1/3 Peak (Ms) 1 10 330

t1OKV (min) peak amplitude pulse, with 1.5 s rise time Repetition Rate (pp.) 420 25
and 1.5 1s pulse width. Use EG&G TR-1647 Trigger Life (Number of Flashes) 2xI0 9  1xI08 2x106

Transformer or EG&G FY-7 Lite Pac.*

ARC DIAMETER VS. INPUT ENERGY SPECTRAL DATA

0.6 . . . . . . .,,A~oo

OATA WAS TAKEN WITH EGOG leo/ses0.5 SPECTRORADIOMETER SYSTEM

WIC ADO E SYSTE
os-

%0.4 I0

0.3 1

I-

0.1

0.1.01IL411.. _ 4

0.0 0.1 i 0 100 300 400 500 600 700 00 900 1000 1100ENERGY (JOULES) WAVELENGTH (nm)

25

20-

-8C

W 0 N O

-3-

or0

001 0$ I 0 $00 $000
ENERGY (JOULES)
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FLASHTUBE CIRCUIT

TRIGGER BOOST
R NETWORK (NOTE 2) 2%f

(NOTE 1) 10Ey

21414102
OR

S2400
FX-132 SERE

50VdcBINII+ FY-7 LITE-PAC*

-O (NOTE 3)

NOTES

1. Charging resistor, R, is typically between IOK and OOK ohms. An inductor may be used with R
to limit the charging time of the voltage applied to the FX-132. Inductor values may be between
0.5 to 10 hy. Light output and maximum energy input are determined by- Joules 1/2 C V.

2. The trigger boost network consists of a four junction diode assembly (2lectronic Devices, Inc.,
P/N 5869). The trigger boost network is recommended if the flashtube is to be operated at voltages
below 750 Vdc. A single trigger boost network at a flash rate of 1 pps has the following operating
limits:

PEAK CURRENT PULSE WIDTH
MAX. (a) 1/3 PEAK (pS)

2000 1-50
1500 50-200
1100 200-500
600 500-1000

Maximum current may be increased by the use of additional networks connected in parallel. Pulse to
pulse time jitter is minimized by use of the trigger boost network.

3. The FY-7 LITE-PAC* consists of a ceramic tube socket, trigger transformer, and other components nec-
essary to reliably trigger the FX-132.
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MECHANICAL DATA

FX-132 FLASHTUBE

" L ~S.O"O"K'. . +_
""Oc }ARC LENOT" CATHODE "An -C I?

___/w__ ANODE PiNS - 2 3 3

1,46? ITOATiN(P 8S

THROUH am or

9. 26 MAX.L1 12RE

,; 3~-,/4" lx

3.66cm 6.&m

447'j.? :cm "fl,,.::0 PIN CINL & AXIS OF

5/16" MI 0/6
i l E  

.O
0 0 0 

DIA
I SIX PINS )

SOCKET: E FJOHNSON -NO 122-247-200
7 PiN SEPTAR

FY-7 LITE-PAC

SNCrT

000

10. If CM 2.7 CM
(4.00") (5.00*)

.V. INPUT ThISOEf INPUT

5.08C M
(2.00')

[ • R~Rqserv.d EG&G TrIde Mark

... EG ELEC TRO-OP TICS
35 CONGRESS STREET SALEM, MASS. 01970
TEL: (617) 745-3200 TWX: 710-347-6741 Printed in U.S.A. 4181
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APPENDIX A4
APPENDIX A-S

DATA SHEE 133002"4

&!~E~tB ELEC7RO-P7

S SILICON OPHOTOVOLTAICN DETECTORS
AND

DETECTOR/AMPLIFIER COMBINATIONS

APPLICATIONS

W ~ ANALYTICAL INSTRUMENTS FOR LW-VISIBLE 4IR

- SPECTROPMOTOMETERS

* - PWOTOMETERS-RAOIOMETERS-SPECTRORADIOMETERS
- DENSITOMETERS

PVW OGA

uv-IPV4IU * PROCESS CONTROL AND INSTRUMENTATION

- UV RADIATION MONITOR

- FLAME AND EXHAUST MONITOR

- OPTICAL PYROMETER
PV-444A - POINT-OF-SALE LABEL READER
UV-44Il40

- EVENT COUNTER

PV:SOOA - OPTICAL ENCODER
uv s00.

- FLAW DETECTOR

9MEDICAL DIAGNOSTIC INSTRUMENTS

- SERUM PROTEIN DETERMINATION

- HEMOGLOBIN TEST

FEATURES
HAV-4000A
HUV-40009 e PLANAR DIFFUSED. OXIDE PASSIVATED STRUCTURE

H4AV-1 000 . WIDE SPECTRAL RANGE - 200 TO I15 NS ANOMETERS
NUV.I 000

e PEAK RESPONSIVITY: 0.65 AMPERE/WATT @950 MM
e UV RESPONSIVITY:* ISO MILLIAMPS/WATT @280 NM
9 FLAT NOISE SPECTRUM TO DCI I* NOISE CURRENT -I x 10.1TO 7 x10.14 AMPERE/HZ'

DEPENDING ON ACTIVE AREA SIZE
% e LINEARITY OVER WIDE DYNAMIC RANGE

o TEMPERATURE COEFFICIENT OF RESPONSIVITY

:5 0.0S%/0C @ 900 n
S 0. IS%/OC ts 200 n

*SPECTRAL STABILITY - NO HYSTERESIS OR
MEMORY EFFECTS

-38-
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APPENDIX A-S

OPERATING DATA I SPECIFICATIONS*

SILICON PHOTOVOLTAIC PHOTODUODES IPV I UV SorILS)

ORA0CINOWU P.111 PViMA "I-S NWA W-V41111 W-I W-21116 W-210 WU0 IN4U WMT AIND U4

ACTIV A 0.61 3.I 22.6 m 0.01 5.I 2116 111 111 2H
SPI NANO -- 3 -100- -m- 1w- --- I -- -

U5ONSIV AT %I
1  

0.47 0.4? 0.47 0.40 0." 0.4 .4 0al 0.4 0.4 "m010m

0.6 AT0 .0 60.01LO. 0. 0 0 0.1 0.35 0.1s 0.15 0.Is ILS W d Iumm
IMPONUT AT %3 0 0 0 0 LI$ @.31 0.1o 0.0 0.10 Is0.10 mmIwai

I C1A OIA 25 to I 25 ISo O do m i Ime

31 NoS,, A#,v , ,mO .4 '. j 10 m ., 0 .73 '10 , 5 . .,, ,
NOS N Sll 25 is004 6 is 3 Is 49 do40 ~ Fv%'0lo

NOISE 0IVAIJNPOW I L.2 4.3 9.0 I 2.5 3.3 3.0 6.7 to IenisMmk"* a.URe
NO 101~aAA~L4 POS - 3 7 is 9 22 20 -1 ~amok
111101. CUCNW OF:

11SPONSIIvWAT %1  60.6 - - -. 0.06 imm"'c n0..
1909NTIMWY AT k 2.10 -e ItmalC do I -

USOSVNAT - -0.30 pmwe.w m
Sm" ASISTAKE -2 I - -. 0-- ..- /.I
111SpoNm LImIAIy _ _ 11.0 < 1.0 low m ev 6 dmwd"OSM- UNI --U,.Y 0OS - - .- .011,

PFAKAG STYLI O-! TO-$ I T00 10-3 ,0-S _ 10-, 1 TO- 3 ,O3 O See.I.e.

*NOTIS h-- AfII.e m .i D811f. Md i.. .eel.4 .411., dl w~ Ielel. d.e €e end ee.K/.qifl . .1.1.e

MECHANICAL - PV I UV SERIES MECHANICAL - UV-00O

200

LII
PHOTODIODE REFERENCE PLAN

SILICON .5t.0

NOTE: NO TAU QN PV.444A & UV.444U Gold plated Kovar case and leads.
ALL DIMENSIONS iN MILLIMETERS

rV-00 FV-100A PV-2 5 FV-44,A U2 DISTANCE FROM TOP SURFACE TO TOP OF SILICON * 2.7
DIMENSION (wn) UV-040I UV-100 -UV-215 UV-444( TAB THICKNESS 0.254

a 1.0 2.54 5.46 11.20 7.0

b 4.6 8.4 12.3 27.7 8.4 NOTE: ALL DIMENSIONS IN MILLIMETERS!
c 5.2 9.2 14.0 31.0 9.2

4 4.0 4.2 5.1 7.27 4.0

* .20.0 120.0 '20.0 * 12.7 -20.0

3.45 2.2 3.45 5.4 2.3 SPECIAL PHOTODIODE CONFIGURATIONS
in Circle RWdi* 1.3 2.5 3.70 9.5 2.0

Window Thcknou 0.9 1.3 1.3 1.6 1.0 EG&G REGULARLY PROVIDES CUSTOMIZED PHOTODIOOES
W;Md.. w olnen.o 3.50 6.1 10.7 21.0 7.7 AND PACKAGING INCLUDING PHOTOOIOOE/AMPLIFIER
Lol .M. 0.45 0.45 0.45 i.o1 0.45 CONFIGURATIONS FOR OEM, R&D, SPACE AND MILITARY

APPLICAT IONS.
Gold pled Keo w lead, m. e&d cap.
WIndl - Comning 7052 Slol If. PV S i.

Qow, l e UV el3.9
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APPENDIX A-5

OPERATING CIRCUIT (PV, UV SERIES) UNEARITY EQUATION (PV, UV SERIES)

Its Ipm F2s - o41 (p) sm)

Ir "LOiD VLOAD

____•_Where:

Ipm a Maximum Photocurrent to maintain desired

Percent Linearity

P a Percent Linearity desired - 100%
RS I Series Resistance

OPERATING CIRCUIT - HAV-1000 & HUV-I000B ELECTRICAL WIRING DIAGRAM - HAV-4000A
HAV-4000A & HUV-40009

Rf OUTPUT
VOLTAGE

CASET

CCONTROL

TOTHER VALUES OF fCAN BE OTAINED Dy REQUEST.

,. NOTE: IT MAY BE NECESSARY TO SHUNT Rf WlTH IpFiTO REDUCE GAIN PEAKING.

,'." All Data and Specifications Subject to Change Without Notice.

S ELECTRO-OPTICS

5COGCSOSTE TRSALM MASS. 0197

NOTEL: (E17) 745-3200 TNX: 710-347741 Printed in U.S.A

S.

VOLTAG
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SILICON DETECTOR COnPORATION.13NMOOO Ci ld. I w1I Pmk.CA I Ml.Ph.W.A.OI4gS4 Tdg glIeSrs43

GENERAL

PURPOSE

DETECTORS

GENERAL DESCRIPTION

SDC's General Purpose Detectors exemplify the current state-of-the-art in hi-rel planar technology and
are offered in an extensive assortment of sizes. Red/IR, Bue and UV spectral options are available and
each unit can be supplied with the detector isolated from its hermetic metal package. These devices are
optimized for use with either of two basic circuit interfaces as described below.

The PHOTOVOLTAIC GROUP of General Purpose Detectors delivers unexcelled performance in low to
medium frequency applications. The design of this grovp specifically optimizes signal-to-noise ratio
and signal linearity when driving transimpedance preamplifiers (current-to-voltage amplifiers).
Although no bias is usually applied to detectors in this circuit configuration, reverse bias may be used to
improve frequency response and large signal linearity with extremely small resultant dark currents.

The PHOTOCONDUCTIVE GROUP is intended for high freque. :y applications. These detectors are
normally reverse biased and have small junction capacitance. Low dark currents result in superior
signal-to-noise characteristics and small d.c. offsets. Reverse biases of over 100 volts may be applied
to most detectors of this group. A Photoconductive Detector can be used to drive a transimpedance
amplifier or can be wired in series with a load resistor to drive a voltage amplifier in very high frequency
applications.

APPLICATIONS CHARACTERISTICS

* Nephelometers and Turbidimeters e High Responsivity - .55A/W at Peak
D Extremely Low Dark Current -

SDonsitometers lOOnA/cm 2 @50 Volts
* Photometers and Radiometers * Very High Dynamic Junction Impedance -

* Colorimeters and Glossmeters IOOOM Q (SD.041 -11-11)
* No 1/f Noise - Photovoltaic Mode

: Optical Communications and Facsimile Systems e Excellent Output Unearity -

* Laser Detection and Alignment More than I1 Decades
* High Frequency Response -

* High Frequency Isolators and Encoders

L

Fom No 400-44-04
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APPENDIX A-7

UNITED DETECTOR TECHNOLOGY INC.
Lo DATA SHEET 9F006

DETECTOR/FILTER COMBINATIONS
PIN - 10DFP PIN - 10AP PIN - IORP

.5A
'A ci. MO4OTOPIC EHUweN CVII - Cit H tOTOPIC CURIVE

00

0~.0I

LI I 5-

5 ____ 008

0 I - - I w -

i U

IL son0 r" 70 00 9A00 L1N'H 1 000 400 50 wo 7000 am0 '55 6W0 6500 710 750

4-2-

O AVELItNC, H NANOME TF PS INMI WAVELENGTH - NANOMETERS $NMI WAVELENGTH NANOMETEflS INMI

i"THESE DETECTOR/FILTER COMBINATIONS combine PIN silicon photodiode and a multiple element colored glass subtractive

filter. With the glass filter element mounted in front of the detector, the spectral response curves shown above are produced. The glass
I subtractive filter is computer designed to correct the detector spectral response to the desired spectral response. This is accomplished
~by cementing toge~ther as many as five separately polished colored glass types and then individually mating this filter to a spectrally

selected photodiode. Since UDT is a volume manufacturer of PIN photodiodes, the spectral selection of photodiodes from production
runs is possible. All three of the combinations, PIN-10DFP, PIN-10AP, and PIN-10RP, are mounted in identical housings, shown in the
photograph (Lower Right0. The detector has a BNC output.

• THE PIN-10DFP (DETECTOR/FI LTE R COMBINATION) produces a flat spectral response from 450 nanometers to 950 nanometers.
" This is the spectral response required for radiometric measurements, and is the response exhibited by thermopiles. The advantages of~the PIN-10DFP over thermopiles are stability and sensitivity. The PIN-10DFP is a thousand times more sensitive than a thermopile,

and ten times more stable than a thermopile. The PIN-10DFP can be calibrated by UDT ltraceable to NBS) in terms of microamps out
Per microwatts of light into the PIN-10DFP. The PIN-10DFP is supplied uncalibrated unless otherwise ordered.

... THE PIN-10AP (DETECTOR/FILTER COMBINATION) produces a spectral response that duplicates the human eye (C.I.E. standard
• 7.photopic curve). This is the spectral response required for photopic measurements. The unit can be calibrated by UIDT in terms of
.-. microamps out per ft. candle incident. The PIN-10AP is supplied uncalibrated unless otherwise ordered.

"" THE PIN-10RP (DETECTOR/FI LTER COMBINATION) produces a spectral response that duplicates the C.I.E. photopic curve in the

red region, from 5800A to 7200A. By concentrating the filter design on this region only, an extremely close match has been achieved.
KThe deviation between the PIN-10RP spectral response and the C.I.E. curve is less than 5%. This close match is especially useful for

visible LED measurements in photopic units. A correct value for LED photopic output is obtained independent of LED peak
'- " wavelength. The PIN-10RP can be calibrated by UDT in terms of microamps out per ft. candle. The PIN-10RP is supplied uncalibrated

unless otherwise ordered.

U Linear output: 10 - watts to 10 -3watts
U10 - ft. candes to 10 3 ft. candes

CHARACTERISTICST A Frequency Response: DC to 15 megahertz

. Active Areas: 1cm 2

, Spectror adicometers
.:APPLICATIONS . Laser power metersINCLUDE III LED calibrators

0 00 0 Thermopi e replacement PON - 100" PIN - 10AP PIN - IORP

" T DUNITED DETECTOR TECHNOLOGY INC.

2644 30TH STREET, SANTA MONICA, CA 90405 *TELEPHONE (213) 450-8585 *TELEX 65-2413
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DETECTOR/FILTER COMBINATIONS
ELECTRO-OPTICAL CHARACTERISTICS (TYPICAL)

PIN-10DFP PIN-10AP PIN-10RP UNITS

Responsivity: .1 LAN/AW

.4 A mA/L

Capacitance 10 10 10 nF @ 0 bias

Dark Current @ 3V (typ.) - 1.0 1.0 uA

Rise Time: 1.0 1.0 1.0 ps @ 0 bias

Active Area: 1 1 1 cm2

Spectral Match: ±7% ±2% **±5%
(point by point) (area) (point by point)

Source Impedance 1.0 1.0 1.0 MR (min.)

Source Resistance - 5M2 5M2 @ 3V

NEP lx10- 11 x10-" lx10 - '  W/V/Hz-@ 850 nm

MECHANICAL DETAILS
ui *this is the maximum deviation

-r---n----$- O1 TO w.Ao..TM AMU~ 2- 0 '!2 p.-ri-oint by point from 570 to 730
nanometers.

" INOTE: PIN-10DFP, PIN-10AP and
.o11, PIN-1ORP have been optimized to

photovoltaic operation.
PIN-IOAP, PIN-IORP PIN-IODFP

TYPICAL HOOKUPS

PHOTOCONDUCTIVE PHOTOVOLTAIC

s o - isR L

cathode 0 Sf

photodiode RL~eo = isRf

photodid cip amp I
L,...-.anode

the photodiode anode is connected to outer BNC shield (ground) the photodiode cathode is connected to inner BNC signal lead

-: I UNITED DETECTOR TECHNOLOGY INC.
2644 30TH STREET, SANTA MONICA, CA 90405 * TELEPHONE (213) 450-8585 * TELEX 65-2413
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PRODUCT Plrf)FILE NO. 25-A

735 Periphoto
180" LENS FOR 35mm CAMERAS

TRAID CORPORATION • BOX 64 • 17136 VENTURA BOULEVARD ENCINO. CALIFORNIA * ST. 8.2210 OR TR. 3.3373

-l

:--

o..

The compact Traid 735 Periphoto Lens, shown above in actual
size, provides hemispherical coverage - a full 180'

FEATURES The most exciting product to be of- less; or imagine taking pictures of an
fered in some time is the Traid 735 entire football field without moving
wide angle lens. With a 180' field of the camera or lens from the sideline;

* 1800 Field of View view and extremely high resolution, or set up your camera and 735 lens
this unusually small lens opens up on the ground and get a full picture

- Miniaturized many new areas for 35mm camera of the sky - horizon-to-horizon - the
users. study of cloud formations made easy!

Designed and manufactured for Installed on a drone the coverage
* Limited Distortion Traid by Pacific Optical Company for would prove imcomparable in deter-

use in scoring systems - and for which mining if the missile or rocket, coming
o High Resolution it is ideally suited - the 735 can prove from above, below, either side, head-

invaluable in many other situations on and from any angle, was a hit or
as well. a miss - or how close.* Speed of f/6.3 For example: If the 735 were in- Probably one of the main applica-
stalled flush with the wall in a room tions outside of scoring systems and

* Eyemo Mount of any size, it would cover the whole study of the sky will be where con-SMarea like a paint job and wall-to-wall ditions are such that the camera and
carpeting! The possibilities here for lens must be extremely close to the

* Reasonably Priced security or surveillance use are limit- subject being photographed.
R n a Pl n This... eqimnss, avilbl motl ,,f 4. Onone-year

on a rental basis. In addition, leas 6% par talit; ue. ar~ym
there art seventy-five other Traid e"s 3% per mouth; Znthroo.l"W

products which may be rented. The l'so 4% per month. Specil eRe t l l n rental rate is computed from the temrats will be q--~ 0 e.
quest. Rate or* Iloe F.O.B.

indicat"' and advertised soiling Encino and sobs to% it applicanble
price for each product as follows: under to vsaom acrnd €m1

-\Daily rate 2%; woolkly rate 6%; tins that upi~ly t whess

-45-
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APPENDIX A-8

Shown is a blow-up of an actual 35mm frame shot with the
Traid 735.

Camera: Traid 75A Fototracker
Camera Speed: 20 Frames per Second
Shutter Opening: 40'
Film: Background X
Exposure: 1/180th Second
Filter: #2 Yellow

Shot was taken straight up - from atop our building. Note
trees, buildings, telephone wires, etc. on periphery. Sun was
directly in camera view,

SPECIFICATIONS

Equivalent Focal Length 6.51mm
Rugged Eyemo Mount
Relative Aperture f/6.3, Fixed
Flange Focus Distance 1.500"
1800 Field of View
Resolution 80 Lines Per MM on Axis
Color Corrected for Daylight Kodachrome
Fixed Focus, 60" to Infinity
Five Element Reverse Type Telephoto
67% Distortion at 750, 23% at 450
Round Image, .720" Diameter
Magnesium Flouride Coating
Finish: Black Anodize, Clear Anodize and
White Enamel
Length 1%"
Weight 51 Ounces
Metal Lens Cap
Rubber Rear Cap
P ric e . .. .......... .. ..........................

Pictured is the 735 lens - uanted on that reliable stand-by, *Other mounts on special order 0

the Traid 75A Fototracke . deal for airborne instrumentation, NOTE: Overlay Grids available from Traid
this versatile package offers the combination of 35mm

* -" format, wide angle coverage, variable shutter and speeds of
20, 40, 60 and 80 frames per second. Write us for detailed F
specifications on the 75A. FOR CNTARINFORMATION CONTACT:

rRAID CORPORAI)i,
bell & howell Sp.' ,di Rep. celat v.

,O11136 Ve.itura Blvd.

1O/e0

ITHO IN U.S.A.

-46-
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OPERATING INSTRUCTIONS FOR THE SOLIGOR FISH-EYE CONVERSION LENS

The Soligor Conversion Fish-Eye lens can be used successfuly with just about
any camera from 6mm movie to Sx 10" view. In conjunction with normal focal
length lenses. the Auxiliary Fish-Eye produces the typical circular Fish-Eye
format with 1800 coverage. The afocal auxiliary design of the Soligor Fish-Eye
has many distinct and unique advantages over "prime" Fish-Eye lenses. Among
them:

* , * An almost universal adaptability to a wide variety of cameras and prime

* The ability to function with various focal length lenses, yielding, in each
particular combination, a resultant focal length of . 15X the prime focal
length. Example: 50mm focal length is converted to 7. Smm, 135 mm
is converted to 20. 25 mm and so on.

T 7he normal camera viewing system is used, so that with SLR cameras,
the mirror need not be locked up, out of the way, and focusing and
composing is done normally on the groundglass in the usual manner.

* In conjunction with the focusing mount of the prime lens, objects as close
as 1/2" from the front of the Fish-Eye can be brought into sharp focus.

SUITABILITY.

The Soligor Fish-Eye lens is suitable for virtually all types of cameras including
8mm. Super 8mm and 16rmm, as well as 35mm movie cameras; T.V. cameras;
subminiature cameras; half size and regular size 35mm rangefinder and single
lens reflex cameras; 2-1/4xZ-l/4", 4x5", 5x7", 8x10" view and press cameras.

The Soligor Fish-Eye lens is not recommended for use with wide angle lenses
(resulting diameter of circular image too small), for lenses longer than 200rnm
(resulting speed too slow), some zoom lenses (both diameter of circular "age
and image quality may be unsatisfactory), prime lenses into- which Fish- -ye cannot
be screwed or bayoneted (slip-on fittings are not suitable), lenses with a greatly
recessed front element (may casue vignetting due to increased distance between
prime and auxiliary lens).

MOUNTING THE AUXILIARY FISH-EYE TO THE CAMERA LENS.

The Soligor Auxiliary Fish-Eye is equipped with a thread at the rear. Mounting
rings of various diameters are available to fit mopt lenses. Also a Series VI or VII
mounting ring is available. This permits munting the lens to the vast majority of
camera lenses in conjunction with standard S-ries VI or VII adapter rings.

Lenses requiring a Series Vflladapter ring should be fitted with a standard Series VIII
to VII Step-down ring. Lenses requiring Series V adapters require a standard
Series V to VI Step-up ring.

Simply screw the Fish-Eye lens with the appropriate mounting ring into the
camera lens.

Avoid mounting the Fish-Eye with slip-on or set screw adapters, since these tend
to be precarious and shift the attachment off the optical axis.

* Orienting The Fish-Eye.

* "If the aperture scale of the Fish-Eye is not centered in the upright position, loosen
the set-screw in the base ring of the Fish-Eye. rotate the lens to the desired position

and retighten the set-screw.

SETTING rHE FOrmAL LENGTH SCALE.

.= Rotate the focal length scale so that the focal length of the prime (camera) lens is
set opposite the red dot reference mark. Setting this focal length scale shifts the
diaphragm scale, indicating the "f" stops available with that particular focal length
combination. Intermediate settings of the focal length scale may be used where
required.

-48-
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VIEWING AND COMPOSING.

On SLR and other cameras with groundglass viewing screens, viewing is direct.
With non-groundglass cameras, the approximate field coverage can be estimated.

On twin lens reflex cameras. the Fish-Eye can be shifted from the top lens for.
viewing and focusing to the lower lens for actual shooting.

It Is difficult to visualize the extreme angle of coverage of the Fish-Eye, even when
using a reflex viewing system. The usual position of tripod logs. ycur hat, or oven
your own feet may show in the Fish-Eye picture unless you take special care to
avoid this.

Focusing.

While the Fish-Eye has no focusing mount of its own, with SLR and view cameras
the focusing mount of the prime lens is effective in varying focus to objects from
infinity to only 1/2" from the lens. With the prime lens set to infinity, the depth of
field of the Fish-Eye extends from about 3 feet to infinity. At smaller openings.
depth of field at the infinity setting may extend to as close as 1-1/2 feet.

Operating the Diaphragm.

Always set the diaphragm of the camera lens to its maximum aperture (wide open).
Rotate the diaphragm control ring of the Fish-Eye to the desired "'f" stop - the 'f,
stop shown on the Fish-Eye diaphragm scale is accurate for that focal length setting.
and no further compensation is required. For optimum definition, an aperture
setting of 2 or 3 stops below the maximum opening is recommended.

' t)Osure.

Exposure is determined in the usual manner, depending on the opening at which
the diaphragm of the Fish-Eye is set. On cameras on which the Fish-Eye covers
all or part of the built-in electric eye. the exposure mechanism must be operated
manually. When measuring exposure by means of a separate meter, it is important
to keep in mind that the average meter covers an angle considerably narrower than
that covered by the Fish-Eye. and that the subject may include areas of greatly
varying brightness which should be measured separately, with such exposure selected
to best record the most significant part of the subject within the total field.

On cameras with through-the-lens metering system, care should be taken that the
meter reading area is within the picture field. Meters that integrate the entire
groundglass image will give a false reading unless the Fish-Eye is used with 135 nun
or longer lenses to yield an image covering the entire film format.

When the Fish-Eye is used with shorter than 135mm focal length lenses on 35mm
through-the-lens meter reading cameras, a separate exposure meter should be used
to estabUsh correct exposure.

Care Of The Fish-Eye Lens.

The extretne curvature and exposed position of the front element requires special
care in handling and storing to avoid touching and damaging the glass surface. Keep
the special cap on the Fish-Eye at all times, except when actually shooting. Brush
gently to remove dust and, if necessary, wipe the los with as light a touch as
possible.

Exclusive Quality Import
ALLIED IMPIX CORPORATION

300 PARK AVENUE SOUTH
New York. N. Y. 10010

IR5C/368 Chico & Dallas 0 Los Alelu

-49-
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CHIEFTAIN
MICROCOMPUTERS

Chieftain series microcomputers are among the most powerful, yet inexpensive on the
market today. While Chieftain microcomputers are considered "low-cost." quality has not
been sacrificed in any respect.

For example, each Chieftain microcomputer contains gold-plated connectors throughout
to assure long, reliable service. Each board in a Chleftain computer is Endurance-Certified*.
then tested (at 2.2 MHz). After your computer is assembled, it is again Endurance-Certified.
and tested as a complete system. Each disk drive is fully tested both before and after
installation in your computer.

Along with these powerful, high-quality microcomputers. Smoke Signal Broadcastling
also offers a complete line of both hardware and software products to support the
Chieftain series. BASIC. Compiler BASIC. FORTRAN, COBOL. PASCAL. Macro-Assemblers.
Text Editors and Text Processors. and business application software are just part of
what Smoke Signal Broadcasting can provide to expand the capabilities of your Chieftain
microcomputer.

SPECIFICATIONS

Each standard Chieftain microcomputer contains:

Memory Chassis
32k (32. 768) bytes of Static RAM standard Motherboard: SS-50
(1 M bytes addressable) Nine Main Slots

1k bytes of RAM Scratch pad Eight I/O Slots

2k monitor in EPROM Power Supply: 8V. 4 16V;
up to 150 watts total output

5 EPROM slots for 20k of 2532 or 10k of 2716

Controller Software
DCB-4A Double Density Controller D0S68 or

DOS69

CPU
2 MHz 6800 Enclosure

2 MHz 6809 Simulated Leather
Optional:
Metal Enclosure Rack-Mountable

*4DURANCE-CETMFID
xl . an exlusive Smoke

Signal quality-control mea- -

sure that positlveyverlfles
a component Is free of de-.

- fects. and mseet or exceedsal secf aton.SPECIFICATIONS - Continued on next page

• o
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50fe--. an-eesoreced
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55-50/55-FSOC BOARDS
MEMORY BOARDS

Bad%~ Memv orywed from bueske iidwl Dreeis consists of static KAM. Cach has been
Ea'ILWWAc-CM lfe. then fully tested at 2.2 Mile. All memory cards can be addressed to occupy a
block of memoiry starting an any 4k byte boundary in a I M byte memary space. This I M byte mwwwrv
space Is organized as sixteen O4t mesmory pages. The user can deelble any 4k block of memory on any
Memory 111oard. allowing other devices to occupy the disabled meamory block.

SMICIFiCAMINS 11611
Siarpi n1 put Volts InP.ut Currat ls=t~lp ~

M.16-X 16.384 bytes 7.5 min.. 10 max. 1.1 A 22.9 x 14.0 cm (9 x 11.11-n) 0.0 kg (2 be)
M44-X 24.217Gbytes 7.5 r i.. 10 max. 1.5 A 22.9x 14.0 cm (Clx S.5-In) 0. kgC(2 be)
MU2X 32.766 bytes 7.5 min.. 10 max. 1.0 A 22.9 x f4.0 cm C9 x 5.5-In) 0. kg ( Cbe)

CPU BOARDS
CPU Boards by S11fmoke Signal 111eedcdasting are trul sinale-boerd conpuAers. The feeatures Usad

below provide the user with more power and flexibility thens found oni mruch mor expensive CPU
Boards. Each SCS4S and SCB-ft CPU Soar is Endurance-CertifieW. than fully tse.ANl CPU Iloarda
contain:

* A 2 MI-z 68000 or 66909 0 FPLA for independent addresaing of on,-
1 k bytes of scatch Pad RAM board devices

* 201% byte. oi F EPROM sockets (20k of 2532 0 Twenty address lines for addressing up to
or IOk of 2516) 1 Mbytes of memory

* Provision for AMD 9511/9512 floating point 0 SS-50 and SS SOC compatibility
processor

In addition. the SC&IIII has provision for an optional on-board aeriall port with Programmwable baud
rate. to 311k1. programmabtle interrupts, break character generatlon/datection: two ussr-defined
output lies; and programmable word length and stop bits.

* The SC4 comnes standard with a real-time clock with battery back-up Cup to six weeks).
interrupt timng* down to l~me; maakable interrupt output with eight Possible signals; latches for
alarm-type function. counters for mo, x day-of-month, day-of-week, hours. minutes. seconds and
A1. .01 end .001 seconds.

SPECIFICATIONSyialApoxnt
CPU Input Volts Input Cmrren Size Shp~gWeight

UCSI-11111 66800 7.S min.. 10 max. 0.7 A 22.9 x 14.0 cm (9 x .5-in) .9 kg (2bs)
5CI41111 66909 7. Smin.. 10 max. 0.9A 22.9 x 14.0 cm (9 x5.5-in) .9 kg (2 bs)

VIDEO 130ARD
The Smoke Signal U11roadcaeting VOW- I Video Display Board provides the user with a convokhiant

means of displaying information on a standard B/W video monitor. The VOW-I is fully assembled.
Endurance-Certifiod. then tested. It contains all the necessary logic (hardware and software) for
controlling the display. The board comes standard with a character sot of 96 ASCII and 32 graphic
characters. The user can install his own set of up to 256 characters in EPROM.

j Additional standard features include:

O 1 k EPROM for software drivers 0 Protected fields
* Redu~ced Intensity or inverted video 6 Addressable cursor
0O80 x 24 (1920 characters) display 0 128 bytes of scratch pad RAM
*Programmable display rate equivalent to 0 2k video display RAM accessible by the

100 to 50k baud CPU as standard RAM memory

SPECIFICATIONS Typical Approxhmate
output signal Input Volts Input Current Size Shippling~l Weight

V0111-1 Composite 7.5 mim.. 10 max. O.9A 22.9 x 14.0 cm (9 x S.S-itt) .9kIt (2 lbs)
Video (I V p-p
into S0 ohms)

BOARDS - Continued on next page
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INTEIGENT
GIWAL CASSETTE

SSTITMS

FEATURES:
Digital Cassette Recorder

" Reel driven, capstanless mechanism for * 2.4576 MHz system clock
gentle tape handling e 1K byte RAM, 2K optional

" Rugged - designed to provide superior 0 4K bytes of PROMimmunity to hostile environmentsimHigh speed: hanles cnvionnt s d Full 64K Z-80T" address space accessible" High speed: Handles continuous data via MEMOBUS"
streams (Reads, writes, transmits and
receives) at rates up to 9600 Baud * Accessory cards available for memory

" Data Storage Capacity: Two tracks acces- expansion within the M80 module: Model• Daa Sorae Caaciy: wo tack aces- 406 8K static RAM board and Model 407
sible on line, each capable of storing 4K to 16K U.V.-EPROM board
238,000 bytes, formatted, on a standard
cassette * Four channel Integrating AID Converter

" ANSI/ECMA-34 compatible in both Card, Model 408,12 bits plus sign
encoding and formatting (Includes pre- Front Panel Keypad
amble, postamble, C.R.C., and up to 256 * Front panel keypad allows control of the
data characters per block) Writes and M80 without a separate terminal and
recognizes ANSI/EGMA tape marks leaves serial ports completely open.

* Texas Instruments (TI.) compatible: * M80 wl accept and process keypad
Reads and writes cassettes compatible commands and user-generated RS232C
with Model 700 series terminals data alternatively

* MEMODYNE CNRZ encoding * Two-level operation allows for simple con-
compatible: Versions available to read trol of recorder, while implementing the
all CNRZ- encoded tapes written on full M80 command repertoire
Memodyne incremental recorders

* N.C.R. compatible: Reads blocks sizes * Reliable bounce-free Hall-effect switches
up to 511 byt~i * LED status indicators

" Auto error detection and retry capability • Internal selector switches for baud rate
em e itrutdiand serial communication format

•Memodyne interrupt-driven firmware con-
trols recorder and communication func-
tions transparently in user programs

.53-
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SPECIPICATIONS:
Recoding Medi: Philpe Certified Digital Commands: 1lie On. 1bps ON, X On. X

Cmsetle, 300ft. ONfloRwind. Load Frm
ANSVECMA compatible Set Erase VhOS Rio Gap,

Recording Head: Rsd-Whle-Yrite, dual .7,smi Stts Set..
trackSelect itack. Execte User

Recording Density: 800 bits per Inch Progran.
InpuV~ulptt R5232C andTTY curen Powe Requirements: 115 W t±10% 50-60 Hz,

Data luaneer Rates: 1per0,n Te0m30.perature: e cnsmp

total of 500,000 bytes -
formatted Strg eprtr: -35C to +7(rC

Data Format: Phase encoded or CNRZ RelativelHumidity: 20 to 80%. no
Block Size: Selectable up to 256 bytes c15eratioIn

per block
Interrecord Gap Length: 1.0 inches, norninal MECHANICAL DIMENSIONS
Tape speeds: 19.2 Inches per second - Size: in 2000 cae H 8%"x W tOW' xD 12

Read and Wte;O00inches 1fl3000cese H5 " xW17"xDl5"
S.per secon d - search and Weight: in 2000 case 18.1 lbs

rewind in 3000 came 18.6 lbs
System Clock Rate: 2.4576 MHz
Error Rate: Soft errors, 1 in 107 retried

Hard errors are cassette
dependent

MODEL MOO SHOWN WITH
MODEL 403 INTERFAICE
CARD AND MODEL 402 CPU CARD
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GENERAL DESCRIPTION:
T1he MWP&V00P mrId MWt3000FPMC System cont- The Models MSW2000FPC and K*0300WK con
binsai pI Idog-pe dgtomemeat recorder siltofthf folwn: Th Mb rauspo and nl'on 'ca
with a genera purpose Z-60 base computer to per- moduls, a Model 411 cno byptA a bVk~ple-upu
frm a wide variety of toosm. The syslems, can operate knwrpower mqup l l necemmary powermnd signal
n Miger Idigbtal Fme-e-stea rioder handling contin- cimeadeihrte200sye(pral)cuso h
uous deft soreems at rimse up to 9600 baud, se stan~d- 3000 style (rack mountable) cae.
alons computers with a fll 6SK-yfs, Z-S0 memory Modularity of the MO system is monds possible by

* capacity residing on an MOO Spare Card or. by combin- the uss ofstandard 50-pin mid 0-pin ribbon cablearx!
Ing the two preceding functions, me Intelligent recording mnatchin edge connectors. The 411 contro keypad Is
peripherals. oonnected via 60-pin ribbon cable lofte M90 module

They may be used me saighitor laboratory bus extension. The Mll0t serial interface 403 card pro-
computing recording Instrument under local control. vides for RS232C compatible interfacing, brought out
or remtee.sad peripherasin distributed processing to the rar panel by a 50-pin ribbon cable with a pin,-
applications. The system have fulb-duplex modemn and and-socket type connector on the 403 card, and two

* terminal RS-232C and TTY currient-loop serial I/O Standard 25 pin connectors mounted on the rear panel.
ports for asy interfacing For maximum utt the M6O one for terminal type devices. and one for modem-type
recoder and communication functions operate under devices.
interrupt-driven control, enabling the system to per- The MOO system Structure Is illustrte in the -WSO
form background tasks in support of the host computer Functional Block Diagram".
or other peripherals on the bus. These tasks Include
transducer linearization routines, front-end data reduc-

7 . tion and execution of external user programs.

FRONT PANEL KEYPAD CONTROL
Eight keys and four light emitting diode (LED) mnica- pad provides a total of 28 keystrokes, four of which
tors all serving multiple functions, constitute the front select either RECORDER MODE or COMMAND
panel control. The Model 411 keypad generates a MODE operation. The remaining 24 keystrokes initiate
uniue vectored Interrupt for each keystroke, interfac- assorted system functions, depending on the mode of
ing with the WaO firmware, which is augmntd to operation. See Table 1.
implement control operations. The mult-function key-

RECORDER MODE COMMAND MODE

KEY NAME NO SHIFT SHIFT NO SHIFT SHIFT

FILE REVERSE
BACK ORSYSTEM RESETI

__________ BLOCKC REVERSE ________ ________________

RONREIDCLEAR COMMAND 2 RE VIEW KEY
REWNDREWNDBUFFER SEOUENCE

TAPE-ON FINISH WRITINGWRITE (EEVANWRT)OR 4
(RECEIE AND RITE) WRITE FILE GAP_________

READ X.ON CLEAR DATA 8(READ AND TRANSMIT) BUFFER

X.OFF TAPE-OFF. CLEAR
OFF AND HALT HIGH (PRERARE FOR NEW RECORDER MODE

SPEED OPERATION COMMAND CODE) ________

LOAD FORMARD
LF/FF OR ERASE EXECUTE

FAST FOR WARD

FILE FORVWID
FWD O COMMAND MOVE ENTER DATA

* __________ ~~LOCK FORWARD ________ ________________

KEYSTROKE FUNCTION CHART
TABLE 1
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CLO I renI I kia

amaoa

--- -- Q'feemecieroe 

n""son'll"

MS FroCntNA BLCKDAGA
wC0II

RECORDER MODE RED WIE INO uu

The MaO powers up in the recorder mode, which gives 0 0 0 0
the user direct control of tape motion and action. The (CLR DATA IWIT (CR (SYSTEM

keypad and indicator functions for the recorder control suIR EM sR"EI VIESMT

mode are illustrated in the first two columns of Thble 1,
and in Figure 1. Note that if the SHIFT key is held RED RTE EID BO
down, the other keys assume those functions repre-
sented in parentheses. (Figure 1) SIT o ~f FTape motion and Read and Write operations are
most easily controlled in the RECORDER mode.I

fERASEI iCOLAAN

Namnes of kary hichons, invoked w is the
SH4IFT key is held and of secondary repro-
santat~ons by nCaWOS are shown in

RECONOE M=S KEY-PANEL DIAGRAM

COMMAND MODE READ WRITE RKar STATUS

A SHIFT-FOR WARD keystroke enters the MOO system 0 0
into the COMMAND MODE, which gives the user con- a 4 2

trol of the computer itself and its related functions. The top
row of keys become the hex-coded data or parameter RA RT EID W
keys 8, 4, 2and 1, with the LED above each key indi- -___________

cating DATA STATUS; thus the READ, WRITE, SHF _F FF W

REWIND and BACK keys of Fig. 2 enter in8, 4,2 and
1, respectively, and the LED above each key lights to ST CLA xcE ENR

Indicate fth ON state of its assigned bit. CLEA FICREXCE ETR

The bottom row of keys assume those functions writ- ETRe "ed hwnn" ~ and MM!

ten under the keypad diagram in Fig. 2. The SHIFT key Thvfe inUdicaronion the keySnapea
ao Th ctors .~ypngi W do ~nt com-a

*S'is used only for two functions in conjunction with other sed icos h OMN

keys; these and all other keyboard functions are illus- key TeSHF It" s iidweo nlk

tratedIn the last two columns of Table 1. aensskes eshn

COMAND MOO KEY-PANEL DIAGRAM
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SIMPLIFIED BLOCK DIAGRAM OF BASIC MOO

"RS.232C TO TERMINAL

RE 232C TO MODEM

TY CURRENT LOOP

MODEL 712I

TASOTMODEL 402 SPARE SPARE
2.s0 CPU CARD CARD

CARD SLOTS SLOTS

MODEL 401 AIEMOBUSTM MOTH4ER CARD EEESO

ORDERING INFORMATION: CAS-2H Certified Digital Cassette
When ordering an M80, we ask that you coimplete a Recommended cassette
questionnaire which details the firmware-selectable is 3W ", has BEOT
operation parameters; e.g. baud rate, block size, parity, holes
etc. Although these parameters are all selectable via Model 360 Bulk Eraser
the keypad, it makes sense to have most of your OTHER ACCESSORIES AND OPTIONS
requirements satisfied by custom firmware whichrqi t sWith such a versatile recording system many accesso-
Memodyne will prepare from your questionnaire. Sepa-• ".rat fors ae usd fr CRZ ad Pase-ncoed es and/or optional cards, etc. are available. Hre is a
rate forms are used for CNRZ and Phase-encoded brief list. If interested please notify our nearest repre-
formats. sentative or consult with the factory.

Model M80/2000FPC Cassette Computer Sys- Firmware listing - Cassette or paper
tem in 2000 Portable Firmware PROM Set
Case Source Program on Disk

Model M80/3000FPC Cassette Computer Sys- Test tape - Phase Encoded
tem in 3000 Desk Top
Case Test tape - CNRZ
Add suffix "R" for rack Model 403 Card Modified for Transparent operations
mounting
NOTE 1. For either model Model 404 Phase Encoded Card

add suffix "E" for Model 405 CNRZ Card
220V AC opera- Model 406 8K Static RAM Card
tion (EG: M80/
3000FPCRE) Model 407 4K to 16K U.V. EPROM Card

Note 2. Phase encoding Model 408 4 channel, 12 Bit plus sign
or CNRZ should A/D Converter Card
be specified on Model 351 Rack Mounting ears for 300 Case
Questionnaire

CORPORATION
220 Reservoir Street

Needham Hgts., MA 02194
Tel. (617) 444-7000 Telex 92-2537

MSO'FPC 20K812
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APPENDIX B Tale 1. Sky grid used for integration

Sample Clculntions for N, in program AVIZ-CI30.

Using Simplified Skies Nuum of No. or tPim
Zenith Radisne in

J.1. Gerd= Azric 9 AVengd *i0" hItepeejom

2.5 180 30 7.9 2
A key part of the calculation to obtain R" is the cal- 7.5 90 Is 1ii 4

culation of equilibrium radiance. The exact expression for 12.5 60 10 13.0 6
17.S 30 5 9012the equilibrium radiance , (z,0,0) is 22.5 30 5 1.0 12

27.5 24 4 11.1 IS
32.5 Is 3 9.7 20

LU.4_-_,___Z + (z, U) dO( 1) 37.5 is 3 11.0 20s,(,96)) s~zO't ) " 2, 12 2 1.1 30
S 2 ()S(Z) 4251., 2 281

47.5 12 2 1. 30
52.5 12 2 .30$7.$S 1 2 2 I0. 1 30where the path of sight zenith angle and azimuth are o and 62.5 12 2 10.6 30

- respectively, z is the altitude, the sun scalar irradiance is 67.5 12 2 11.1 30

*,(z), the proportional volume scattering function at alti- 72.5 12 2 11.4 3077.5 12 2 i1.7 30

tude z is ,r(z,#)/s(z), and the sky and terrain radiance is 82.5 12 2 11.9 30

L(z,U',6') at zenith angle W' and azimuth d'. The angle 13 is 87.5 12 2 12.0 30

the scattering angle between the path of sight and the sun -

zenith angle a,. Since the sky and path of sight azimuths
are relative to the sun, ,-O, and the angle 3 is found
from For the sample calculations we selected a flight

which had already been used for computations of path
radiance and fully reported in the HAVENVIEW I1 report.

cos# - sinocos,sinos + cosecoso, . (2) Flight C-289 was a low altitude flight on 14 June 1973.
There were clouds but the sun was unobscured. The

; The angle between the path of sight and the sky or terrain unobscured space-to-ground vertical beam transmittance
vector at W ' is was 0.664 for the pseudo-photopic Filter 4. The flight

-': track was in northern Germany over cultivated farmlands
interspersed with dark patches of dense woods.

cosI' = s socosin'cos*' + sinsinsinO'sinb'+ cosfmos'. (3) A modification to Program AVIZCI30 was made

This monograph will evaluate various approxima- subsequent to the HAVENVIEW !! report. This
tions for the equilibrium radiance. Twenty two combina- modification changed the method of selection of the pro-
tions of the path of sight o,t, were assumed for the evalua- portional volume scattering function ra(z,f)/s(z). There-
tion, o-0, 75, 80, 85, 95, 100, 180 and 0-0, 90, 180 & fore a new run of AVIZCI30 was made for C-289 for
270. These were the same combinations used for the Filter 4 only. The resultant equilibrium radiances for the
HAVENVIEW 11 report, Duntley et al (1976). altitude 1 192m are summarized in Table 2.

" COMPLEX SKY SCALAR IRRADIANCE APPROXIMATION
The sky scanner data are taken with a 50 field of The simplest approximation the the equilibrium

view and data are tabulated for each Ao 5° and A- 60. radiance is a function of the scalar sun, sky and upwelling
However, Program AVIZCI30 which computes L,(z,0,b) irradiances [Eq. (21), Gordon (1969)],
uses ao 5°, but averages the radiances for A-6-12 ° at the
horizon and for A-180 at -2.5' The true angle in the _+d(z,d) + (zu)
A dimension is actually equal to sinoao. In the integra- L = ,e(z) +;,. s 4ir
tion grid sinoab ranges from 7.90 to 130 . The integration
grid specifications are summarized in Table I for the upper The de(z,d) is the sky scalar irradiance (downwelling,

*." hemisphere. The lower hemisphere grid is directly analo- diffuse) and e(z,u) is the upwelling scalar irradiance.
gous. Equilibrium radiances were hand calculated for flight

For evaluating equilibrium radiance in AVIZCI3, C-289 Filter 4 altitude 1192m using Eq. (5). The ratios of
E ) e ethe equilibrium radiance using the scalar irradiance

approximation to the equilibrium radiance from the com-
rz ) 782

L,, U,04) - + L(z,0',6') (r(z,') ( plex sky Eq. (4), are tabulated in Table 2.
s(Z) I s(Z) There is no difference in the results from Eq. (5)

for o-90 and 270° or -90 ° since the only azimuth depen-
We will assume that evaluation of Eq. (4) using the entire dency is in the sun component (Ist term in Eq. (5)). The
scanner array as input is a reasonable representation of the difference in the equilibrium radiance ratios for ±90° is
exact integral in Eq. (1). due to the non-symmetrical aspects of the C-289 complex

-58-
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APPENDIX B
Tal 2. Equilibrium radiance and ratios for C-289 filter 4 altitude 1192m.

Aziuthd ftillibium, Radiance (win 02,,N) ufin Contple Sky OMiu

4 -0 is to a 9 too I to

0 3.11E2 4.04 3.42E2 2.9W2 2.24.2 1.93E2 9.891
90 1.370 1.32E2 1.26L2 1.17E2 ,.13E2
90 .1.49E2 1.42E2 1,36E2 1.23E2 1.11F2
go180 .E2 L.13E2 1.192 1.22E2 1.23.2

Equilibrium Radiance Ratio using; Scular Irradiance Equation

6 0-0 75 80 95 100 180 Total ane

0 .94 .14 .83 .84 .87 .91 1.37 .83- 1.37
90 1.01 1.02 1.05 1.09 1.12
90 .93 .95 .97 1.04 1.07

ISO 1.07 1.07 1.08 1.08 1.10

*" Equilibrium Radiance Ratio Using Constant Sky Grid

6 0-0 75 80 85 95 100 Igo

0 1.03 .87 .86 .85 .85 .87 1.08 .85 - 1.19
90 1.10 1.08 1.08 1.05 1.04
90 L.0 1.01 1.00 1.00 1.00

180 1.19 1.14 1.11 1.05 .93

Equilibrium Radiance Ratio Using Banded Sky Grid

6 0-0 75 80 85 95 100 I180 Total Rane

0 1.00 .88 .87 87 .8 89 1.00 .87 - 1.22
90 1.12 1.11 1.12 1.09 1.08

-90 1.03 1.04 1.04 1.04 1.03
180 1.22 1.18 1.1$ 1.0 1.07

Equilibrium Radiance Ratio Using Simple Sky Grid

6 0-0 75 80 85 95 100 180

0 1.03 .97 .96 .94 .95 .97 .94-1.03!90 A9 .97 .97 .94 .94 I

.90 1.01 1.01 1.01 A 9
ISO18 1.03 1.00 1.00 .97 .97

_____~ ~ _____-j

sky and the differences in the complex sky values of where fl' is defined by Eq. (3). In scalar irradiance terms
equilibrium radiance (top of Table 2).

The scalar irradiances used for evaluating Eq. (5) (z) + ,E(Zd) 391 r(z #*)

are listed in Table 4 for convenient reference. L 0,6) sz) -- I+llS (Z) 2w I S (Z)

CONSTANT SKY e(z,u) 3a 3 ll (7)2wr s(z) ('
An input scanner tape was developed in which an

average sky radiance was used for the upper hemisphere Since
(UHS) and an average terrain radiance was used for the
lower hemisphere (LHS). These values are also tabulated f
in Table 4. This tape was used as input to AVIZCI30. 4 s(Z) dil-I
The resultant equilibrium radiances for 1192m altitude 4 s"
were divided by the values for the complex sky. These
ratios are tabulated in Table 2, labeled constant sky grid the sum of the two
ratios. This grid reduced the ratio for the straight down-
ward case in comparison to the ratio from scalar irradiance 3 T I'

. equation but increased the ratios for a few cases. I s(z)

Using a constant sky radiance and a constant terrain
" radiance in Eq. (4) effectively changes the equation as fol- terms also equals I. However, except for path of sight

lows, 9-90, the weighting factor for de(zd) does not equal the
(91 (weighting factor for e(z,u), i.e.:

39 (ZO) 995(Z) X + L(z) aL ;+ISWIS, ( (z)

.4( i s+ z ,1 6) s(z) A|+.
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Table 3. Flight C-289 filter 4 radiances at 1192m Table 4. Irradince and radiance specifications for
for the sarftple grid. various approximations for C-289 filter 4.

Radiance (w/fl2l,,) 2
9 .6 Averae Center CenteriAVerage w/N2543

30 0 2.95E2 3.75E2 1.27 Label z-258 z-1192

90 1.01E2 4.01E .40 Scalar Irradiance Sun fs(z) 1.1113 1.21113

180 5.39EI 2.39EI .44 Sky diz(.d) 7.26E2 8.77 E2

'72 2 Upwelling ez,u) 1.9F2 2.52E2

'v75 
0 2 02,2 87,E2 .93

90 9.63EI 1.-19112 1.24
90 1.38E2 1.06E2 .77 Zenith Anlle Average Radiance w/0frm,0 4

180 9.63EI 1,19E 2 1.87
180 9.9E 836I 87Constant 

Sky 
0 z--258 --1192

90 4.37EI 2.72EI .62 0 1.1612 1.402
- 90 5.00 E 3.54EI .71 180 3.10E l 4.011E

180 5.4821 5.4621 1.00 _____

ISO 0 2.23EI 2.25EI 1.01 Zenith Angle Average Radiance w/0Im 2
,.m

90 2.95EI 3.49EI 1.18
90 2.52EI 3.181EI 1.26 Banded Sky 0 z-258 z-1192

180 3.04EI 5.39 E1 1.77
7.5 5.19 I 1.4712

22.5 5.38E1 8.34EI
37.5 1.38112 1.25E2
52.5 1.0412 1.9 E12
67.5 1.2012 1.00E2

-- O 8 2.5 1.36 E 2 1.66 E 2
97.5 4.1621 6.781

,0. 112.5 2.462i 3.612i
127.5 3.0611 2.79E1
142.5 2.67EI 2.97EI
157.5 2.91EI 2.46EI
172.5 2.64EI 2.69E1

e0 Simple Grid Zenith Angle Azimuth Average Radiance w/flm2
am

0 .6 z-1192

2700 . . 0 90 30 0 2.95E2
90 

1.01E2

180 5.39EI
270 9.6613I

75 0 2.02E2
90 9.63EI

2 2 5 * 1 3 5 
°  2 7 0 1 .3 8 E 2

105 0 5.93EI
90 4.37E

1808to 5.48E1
270 5.00EI

Fig. B-I. This simple sky grid has 8 elements for the sky and 8 ISO o 2.23EI
for the terrain with 4 zenith angle cuts and 4 azimuth cuts, just 90 2.95EI
about the simplest one could devise. Computed average radiances 180 .421

2702.52
for each element of this grid for the 1192m altitude sky and ter-

rain from C-289 filter 4 are given in Table 4.

except for n=90 Equation (5) assumes the weighting fac- SIMPLE GRID
tors for the e(zu) and e(z.d) to be equal no matter what Wishing to test the effect of a very simple grid
the path of " sight is. which gave a few cuts in azimuth as well as in zenith angle

BANDEDSKY for the 4fr sphere. I kept the dl constant for the grid so
111 = 47r/16 = ff/ 4 and a - 30, 75, 105, and 1500, 6 - 0,

A second special input scanner tape was developed 90, 180, 270. The grid is illustrated in Fig. B-I. I aver-
using average radiances for each Ao-15 ° and ab,-360* aged the sky and terrain radiances for 1192m altitude for
These radiances again, are tabulated in Table 4. This tape each portion of the grid and these values are tabulated in
was also run through Program AVIZCI30. The resultant Table 4. (Note that this grid is simpler than the grid illus-
equilibrium radiances were again divided by the values for trated in Fig. 4-2 and was chosen for computational sim-
the complex sky and these ratios tabulated in Table 2 plicity.)
herein. The straight upward and downward cases are
excellent but the lack of azimuthal variation in the sky The equation for computing equilibrium radiance
grid affects the values near the horizon, using this simple grid is

-60-
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L (z,9,6) - E(z) a'z +sky. The resultant ratios are tabulated in Table 2. The
s(z) ratios are surprisingly good. In 16 of the 22 cases the

16 ] ratios indicate L values :±3% of the complex values,
X L (z,o',b') , 1 (8) essentially within our accuracy limit. The remaining 6 areI S (Z) Ail :6%, which is still quite acceptable.

It should be emphasized that in all the approxima-
The portion of the second term tions, the total input flux was held essentially constant by: using average radiances for each integration element. This

happens to be particularly important for C-289 which was
_,,__1 a partly cloudy sky, completely unsymmetrical, etc. To
16 r(z, ') illustrate this importance I have tabulated for the simple
-I s(z) grid the average radiance and the radiance at the central

,46, in Table 3, along with the ratio of the center to the

is a corrective factor. The correct weighting factor is average radiance. I have deliberately put ±90 together in
the table to emphasize the non-symmetrical aspect of the
radiances. For the 30* and 1500 radiances 180 points were

S (Z) dil - I averaged for each element in the grid. For the 758 and
r s(z) 1050 elements, 90 radiances were averaged.

whereas for the simple gridSUMR
4SUMMARY

1. The equilibrium radiance calculation can be made
16 r(z[') All I quickly with the scalar irradiance equation Eq. (5) but with
i-i s(z) limited accuracy. Most of the examples were ± 10% (16

out of 22) but the nadir look error was 37%.
. in fact these values varied between 1.16 to 1.19, a consid- The integration with the simple grid of 16 equal

erable error if not compensated for, points, Eq. (6) works surprisingly well, all within ±6%. It
* I calculated the equilibrium radiances using a hand is fairly fast calculation even by hand because there are so

calculator and then divided by the values for the complex few points.
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APPENDIX C

GLOSSARY AND NOTATION QUM ", .

The notation used in reports and journal articles E w/-, ,m broa bead .nr i .- w

produced by the Visibility Laboratory staff follows, in Sen- E- jEhhTXYdJfI ,-
oral, the rules set forth in pages 499 and 500, Duntley 0
et al (1957). These rules are:

£(z.d) Wi
2  

Irradiance produced by d& 1ui4 bn n dew-
mined on a houizontal fit plate a atioae t (form.

Each optical property is indicated by a basic (parent) sym- euy H(.)). In this rion a d is use piee of A
b"l-minus sign in the notation (H(.-)) which appan

in Duntley (1969). This property ny be dolted by

A presubscript may be used with the parent symbol as an theequatio E(.d) - 'L(z.V.'cWd0n'

object, i.e. target.
postsubscript may be used to indicate the length of a E(z.u) W/m2  Irmdance produced by the spwclUhwnfux deter-

mined on a horizontal flit pian at altitude z (form-
path of sight, e.g., r denotes an apparent property as erly f(z.)). Here u is sbtituted for the plus , p

measured at the end of a path of sight of length r, while o formerly used in the notation (H(z.+)).

denotes an inherent property based on the hypothetical
concept of a photometer located at zero distance from an (z) none r

Asymmetry facor X(z)-,h _f P(z'8)co04,(c=;P)
object, i.e. target. I

A postsuperscript* or postsubscript., is employed as a
mnemonic symbol signifying that the radiometric quantity () Scale height at altitude z. the heiht ofa hon oenme-
has been generated by the scattering of ambient light ahinu the eeiy of the -e at

reaching the path from all directions.
The parenthetical attachments to the parent symbol denote LA W/,m2 Spectral radiance (form symbol N)
altitude and direction. The letter z indicates altitude in
general; z, is used to specify the altitude of a target. The
direction of a path of sight is specified by the zenith angle Wltf

2  
Ba

O and the azimuth *6. In the case of irradiances, the L - f-L,&9T d,% f TdA.

downwelling irradiance is designated by d, the upwelling 0 0
by u.
The radiometric symbols used herein now correspond to Lo(zt.6) W/sm

2  
Inherent radiance based on the hypothetical concept
of ah rootsoeer syamed at heo distarce fton asthe OSA recommendations in Section I of the Handbook object at altitude z in the direction specified by zen-

of Optics, McGraw-Hill Book Co., Driscoll and Vaughn ith angle aand azimuth 6.

(1978). Prior to June 1980, the symbol used for radiance
L was N, for irradiance E was H, and for attenuation L,(z.a,6) W/nm

2  
Apparent radiance as determined at attitude z. from

length was L. the end of a path of sight of length r at zenith angle
9 and azimuth 6. This property may be defined by

L, (z,0,6) - Lo (Zt.194) T,(z.8) + Lr(z,0,6)

Symbol Units Qsantlty

.4") none Albedo at altitude z' d L(A,T) W/srm
2  

Black body radiance at wavelength A and tempera-
Al:) - E(z.u)/E(zd). ture T

a W. mL Absorption coetffcient Lq(Z,0.6) W/"
2  

Equilibrium radiance at altitude z with the directton

of the path of sight specified by zenith angle a and

CO,(Z"O'.9) none Inherent contrast determined for a path of sight of azimuth 6. This property is a point function of posi-
tion and direction.

zero length at the altitude of the object z, in the

direction of zenith angle # and azimuth 4.
.. Lo(:z.o.) W/.t

2  
Path function at altitude z with the direction of the

C,(z.9.4) none Apparent contrast as determined at altitude z from path of sight specified by zenith angle 0 and azimuth

the end o path o sight of length r in the direction 6. This property is defined by the equation

of zenith angle 9 and azimuth 4. L.(z.#.) - ff,(z,9')L(z.',,')df'.

Dl:) none Radiance distribution function

D L) - (zO'6lc0'd(z) Lr(z,0.4) Wisr.
2  

Path radiance as determined at altitude z at the end
of a path o sight o length r in the direction of zen-

ith angle 0 and azimuth 4.
, D() none Limb darkening factor relating the average sun radi-

o ance and the center sun radiance DO) - s Eo/sL0
Le (z.0.4) W/Snt

2  
Sky radiance at altitude 2, zenith angle and

EA W/ p
2 

Sectral irradiance (formerly symbol H) defined as azimuth 6. Also the path radiance for the path of

E L (.A:okedfl sight of length -- from out of the atmosphere to alti-.--ax tude z.
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APPENDIX C
*smo limis ~d ySmAt limitl

SL.(S ) Wiis Apparent rodliance of thse center of the solar disk as Dds Symbol fot soae s sowe or %ax fett, a light

determined from the aid of a path of sogt of length source. Is bs agm to the ange betwoen tde lift
-fronm out of the atmosphere to altitude z at the from the source to any ua*i ~tam volume and

zenith angle or the sun a.the path of a ry scattered off tis direct liate.

is (:) kIrar
2  Abouearms tsee0m (.) f4Zir none Symbol to indicate incremental quantity and mid

'Ii.- .Abslutairsasstanle~s~,z.A..f(:)wi~th r and : to indicate small. thacrete incs nmi in
z path length r and altitude:z

M_:A Mz') on Rltie ptca ar as (:) W, 2  
Scaler irrulsance, This my be defined as the radiant
flux arrving at a point. from an directions about that

MO)nonse Relative optical airmaess at zenith angse of the sun. point. at altitude z (Tyler and Preisendoreer (MB62).
thorthand for m*:a)nm(.) (z)- L(..'d.

at)none Refractfive indlex
Wn2  

Diffuse scaler irradiance de(;)-*(z)-Se(z).

P P s-l Normalized phase function r'or tingle scattering.

P141 .(j3I(: a(lW/t
2  

Sun scaWa irradiance at altitude z

Of.) none Optical scatteringl mixing ratio at altitude :. This
quantity is defined as the ratio of the total volume
scattering coefficient at altitude :. to the molecular 4 mn Radius or the earth.

* for Rayleigh) volume scattering coefficient at the
same altitude:. Q()s()R de s ig Symbol far zenith angle. Thix symbol it usuially used

as one of two coordinates to specify the direction of

as Path length. for paths of sight at zenith angles 0 to a path or tight.
70 degrees, ,-wc.%:

01 dog Symbol for zenith angle usually used as one of two

* It) o- Total volume scattering coeffiient as determined at ionodinthest speiytedyeto.fadiceepe
altitude z. This property may he defined by thetonthsy

equations itzW - f r(:.PS)dl1 - Rs(z) + Ms(z)
eg Zenith angle of the sun.

In the absence of atmospheric absorption, the total

th atstenustion coefftient nm Symbol for wavelength.

us W ~ in Volume scattering coeffiient for Mtie i.e. aerosol, pJt) kit/m3  Density at altitude z.

scattering at altitude z.
*~(zIi) I Symbol for volume scattering function. Parentheti-

-t cael symbols are z to designtate altitude and ff to
i ) W Volume scattering coefficient for Rayleigh i.e. molec- designate the scattering angle from a source.

ular scattering at altitude z.

rI:W none
TW *) Absolute temperature at attitude z. Optical depth r(z) - f - W&*

T,(z .0) nlone Radiance transmittance as determined at altitudez
for a path of sight of length r at zenith angle a5
(formerly referred to as *beam* transmittance). This 6deg Symbol for azimuth. The azimuth it the angle in the
property is independent of azimuth in atmospheres horizontal plane of the observer between a fixed
having horizontal uniformity. It is always the same point and the path of sight. The fixed point may he
for the designated path of tight or its reciprocal. for example. true North, the bearing of the sun, or

the bearing of the moon. This symbol is usually
used as one of two coordinates to specify the direc-

c r(.'#)Contrast transmittance c Tr,0,0,6) - tior 0( a loth of sst

T,,(z.0) non Radiance transmitance for the path of sight at zenith 6' des This symbol for azimuth is usually used as one of

angle 0 from out of the atmosphere to the altitude:,. two coordinates to specify the direction of a discrete
portion of the sky.

WW: none Single scattering albedo w(z)-st(z)

*deg Angular solar radius at true eairth-to-sun distance.

* z W Altitude, usually used as above ground level.

in S Altitude or any applicable tagt deg Angular soar radius at mean solar distance.

o~z) "I' Volume attenuation coefficient, as determined at a5ti- 1)sr Symbol for solid angle. For a hemisphere: 11-.2w
tude z. (:)-a(z)+9(zl. steradfans For a sphere: fl-4w steradiant.
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